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Table 1-8: Pre-Tax and Post-Tax Economic Result for Range of Li2CO3 Prices 

Price Scenario  
 Li2CO3  

 Price, $/t  

Pre-Tax Post-Tax 

NPV8 IRR NPV8 IRR 

 High  15,525 482 41.2% 313 34.8% 

 Medium  12,420 335 32.6% 217 27.7% 

 Low  9,315 188 23.1% 120 19.7% 

Source: JDS (2019)  

A univariate sensitivity analysis was performed to examine which factors most affect the project economics 

when acting independently of all other cost and revenue factors (see Figure 1-3).  Each variable evaluated 

was tested using the same percentage range of variation, from -20% to +20%, although some variables 

may experience significantly larger or smaller percentage fluctuations over the LOM.  

The Project is most sensitive to lithium price and/or grade (the curves are identical). A 25% increase in 

price yields a 44% increase in post-tax NPV. 

The production rate is the next most sensitive variable, followed by the operating costs and pre-production 

capital costs. 

 

Figure 1-3: Sensitivity Analysis 

(Source: KP/JDS 2019) 

1.15 Conclusions 

The geochemical sampling results for the Project reveal large concentrations of lithium when compared 

with other projects in the salars of the Puna region. The available geophysical data outlined large, deep 

resistivity target areas amenable to be drilled and tested for lithium-enriched brine; recent exploration drilling 

and testing on the Tramo concession confirmed this. 
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1.16.6 Permitting 

The company should continue to advance its baseline environmental testwork and studies as well as social 

impact investigations to support future permit applications. 

1.16.7 Costs 

The total cost of the above recommended activities is summarized as follows: 

Process testwork $2.0 M 

Numerical Groundwater Model $0.2 M 

Fresh Water Supply Drilling $0.1 M 

Feasibility Study $2.0 M 

Geotechnical Drilling and Analyses $0.3 M 

Permitting $1.0 M 

Total $5.6 M 
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Figure 4-2: Location of the Project Property Areas 

Source: M&A (2017) 
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Table 4-1: Gauss Kruger - Posgar Coordinates for the Project Properties 

Name  
File 

# 
Application Year 

Area 

(has) 

Property Coordinates  

Y  X  

Tramo  18.993 2007 383 3,400,153.49 7,211,193.41 

      3,403,581.75 7,210,496.92 

      3,403,582.30 7,209,935.26 

        3,399,000.83 7,209,940.11 

Alba Sabrina  18.823 2007 2.089 3,396,745.63 7,213,857.40 

      3,398,151.06 7,213,830.65 

      3,398,150.81 7,213,456.32 

      3,397,478.55 7,212,728.84 

      3,398,215.08 7,212,048.20 

      3,397,204.42 7,210,940.69 

      3,397,334.99 7,210,820.12 

      3,395,420.09 7,210,685.04 

      3,395,488.53 7,209,689.37 

      3,394,990.70 7,209,655.15 

      3,395,017.65 7,209,256.85 

      3,394,319.62 7,209,210.33 

      3,394,372.76 7,208,412.21 

      3,393,873.83 7,208,379.09 

      3,393,926.71 7,207,581.42 

      3,392,926.74 7,207,514.94 

        3,392,926.74 7,213,929.36 

Natalia Maria  18.83 2007 115 3,396,365.98 7,208,544.74 

      3,396,865.67 7,208,578.22 

      3,396,812.76 7,209,376.47 

      3,397,428.68 7,209,417.55 

      3,397,401.69 7,209,822.28 

      3,397,663.94 7,209,839.76 

      3,397,663.91 7,208,655.67 

      3,397,303.47 7,208,642.43 

      3,397,242.42 7,208,295.88 

      3,396,406.25 7,207,939.52 

        3,396,392.58 7,208,145.31 

Gaston Enrique  18.824 2007 55 3,396,950.52 7,207,289.71 

      3,397,663.94 7,207,298.43 

      3,397,663.94 7,206,923.60 

      3,398,454.95 7,206,923.60 

      3,398,454.95 7,205,885.50 

      3,398,321.79 7,205,887.17 
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Figure 5-1: Physiographic and Morphotectonic Units of the Central Andes 

Source: Houston and Jaacks (2010) 

The Altiplano-Puna magmatic volcanic arc complex (commonly APVC in literature) is located between the 

Altiplano and Puna. It is associated with numerous stratovolcanoes and calderas. Recent studies have 

shown that the APVC is underlain by an extensive magma chamber at 4 to 8 km deep (de Silva et al., 2006) 

and potentially the ultimate source of anomalously high values of lithium in the region. 

The physiography of the region is characterized by basins separated by mountain ranges, with marginal 

canyons cutting through the Western and Eastern Cordilleras and numerous volcanic centers, particularly 

in the Western Cordillera. Abundant dry salt lakes (salars) fill many basins (see Figure 5-2). 
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Figure 5-2: Digital Elevation Model of the Puna Showing Several Salar Locations 

Source: Houston and Jaacks (2010) 

The Project is located at the north part of the Salar del Hombre Muerto (see Figure 5-3). The elevation at 

the surface of the salar is approximately 4,000 masl. The highest point near the Project is the Ratones 

volcano, located east of the properties at an elevation is 5,252 masl. The salar is fairly flat, disrupted at its 

center by hills of the Farallon Catal volcano reaching an elevation of 4,350 masl, and the Tincalayu 

peninsula located at the northern border with an elevation of 4,035 masl. The salar is located within a closed 

basin, with internal (endorheic) surface water drainage. Surface water inflow to the salar is marked by 

seasonal precipitation events, mainly in summer, and surface water mostly drains through the Rio Trapiche 

and Rio Los Patos located in the south and southeast part of the salar. Alluvial fans are developed in the 

area where these streams flow into the salar. The total area of the Salar del Hombre Muerto basin is 3,929 

km2 (Houston and Jaacks, 2010). The drainage within the salar is towards the interior where two lagoons 

are formed: Laguna Catal and Laguna Verde (Houston and Jaacks, 2010).  
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Figure 5-3: Salar del Hombre Muerto and the Project Properties 

Source: M&A (2017) 

5.3 Climate 

The climate in the Project area is characterized as a cool high-altitude desert with sparse vegetation. Solar 

radiation is intense, particularly during the summer months of October through March, leading to extremely 

high evaporation rates. Strong winds are frequent in the Puna adding to the evaporation rates, reaching 

speeds of up to 80 km/hour during the dry season. During summer, warm to cool winds are generally 

pronounced after midday and winds are usually calm during the night. Based on data from the 

meteorological station located at the Fenix Mine Camp (Conhidro, 2001), the mean annual precipitation in 

the area is 77.4 mm for the period between 1992 and 2001. The main rainy season is between December 

through March, when 82% of the annual rainfall occurs. The period between April and November is typically 

dry. Annual temperature average is about 5°C (see Table 5-1). 
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7 Geological Setting and Mineralization 

7.1 Regional Geology 

The geological evolution of the Puna region includes a long history as summarized by Kasemann et al., 

2004 (see Figure 7-1). For the purpose of this report, the geological evolution is presented from Jurassic to 

Recent, as this time span is considered the relevant period for discussion of the salar brine evolution in the 

Puna. 

7.1.1 Jurassic and Cretaceous 

The Andes have been part of a convergent plate margin since early Jurassic, and both the volcanic arc and 

the associated sedimentary basins developed as a result of subduction processes. An island arc formed 

up along the western coast of South America during all the Jurassic (195 to 130 Ma). During mid-

Cretaceous (125 to 90 Ma), the magmatic arc moved eastward (Coira et al., 1982). An extensional regime 

persisted through the late Cretaceous generating back-arc rifting and grabens (Salfity and Marquillas, 

1994). Marine sediments covering most of the Central Andean region indicate an extensive back-arc 

seaway with little land above sea level (Lamb et al., 1997; Scotese, 2002). 

7.1.2 Paleogene 

During the late Cretaceous to Eocene (78 to 37 Ma), the arc shifted farther east to the location of the current 

Precordillera (Allmendinger et al., 1997; Lamb et al., 1997). Significant shortening commenced during the 

Incaic Phase (44-37 Ma) mainly in the west, with associated uplift to perhaps 1,000 m (Gregory and 

Wodzicki, 2000) creating a major north-south watershed. Coarse clastic continental sediments eroded from 

the uplifted ridge indicate eastward transport in Chile and Argentina (Jordan and Alonso, 1987). The 

subsequent initiation of shortening and uplift in the Eastern Cordillera of Argentina (approximately 38 Ma), 

led to the development of a second north-south watershed with coarse continental sediment accumulating 

throughout the Puna (Allmendinger et al., 1997; Coutand et al., 2001). 
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Figure 7-1: Geological Map of the Puna Plateau showing Boron-bearing Deposits and Salar Basins 

Source: Kasemann et. al. (2004) 

7.1.3 Neogene 

By the late Oligocene to early Miocene (20 to 25 Ma), the volcanic arc switched to its current location in the 

Western Cordillera. At the same time, significant shortening across the Puna on reversed thrusts led to the 

initiation of separated depositional centers. Major uplift of the Altiplano-Puna plateau began during the 

middle to late Miocene (10 to 15 Ma), perhaps reaching 2,500 masl by 10 Ma, and 3,500 masl by 6 Ma 

(Garzione et al., 2006). The late Miocene volcanic flare-up (5 to 10 Ma), centered on the Altiplano-Puna 

magmatic volcanic arc complex (APVC) between 21o to 24o S latitude (de Silva, 1989), produced large 
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concentrations of both caldera subsidence and associated extensive ignimbrite sheets, as well as andesitic-

dacitic stratovolcanoes.  

The Puna volcanic activity was frequently constrained by major NW-SE crustal megafractures (Chernicoff 

et al., 2002). During the early to middle Miocene, redbed sedimentation is found throughout the Puna, 

Altiplano and Chilean Pre-Andean Depression (Jordan and Alonso, 1987). As thrust faulting, uplift and 

volcanism intensified during the middle to late Miocene, the sedimentary basins became isolated, 

developing internal drainages, with major watersheds (the Cordilleras) bounding the Puna to the west and 

east. Sedimentation in these basins initiated with alluvial fans being shed from the uplifted ranges and 

continued with playa sand and mud-flat facies.  

Northern Argentina has experienced a semi-arid to arid climate since at least 150 Ma as a result of its stable 

location relative to the Hadley circulation pattern, a global scale tropical atmospheric circulation that 

features air rising near the equator (Hartley et al., 2005), and the Andean uplift where all flow of moisture 

from Amazonia to the southwest has been blocked, leading to increased aridity since at least 10 to 15 Ma. 

The combination of internal drainage and hyper-arid climate led to the deposition of evaporite precipitates 

in many of the Puna and Altiplano basins. 

7.1.4 Late Neogene and Quaternary 

During the Pliocene to Pleistocene, deformation occurred as a result of shortening, and the once humid 

environment moved out of the Puna and into the Santa Barbara system (eastwards). The Santa Barbara 

system is a 400 km long segment of the Sub-Andean foreland thrust belt. At the same time, a fluctuating 

climate regime initiated with short periods of wetter conditions alternating with drier ones. As a result of 

both reduced tectonic activity and frequent aridity, a reduction in erosion and accommodation space meant 

that sediment accumulation in the isolated basins was limited. Nevertheless, solute dissolution of basin 

sediments continued, eventually concentrating brine in aquifers comprising salar centers where evaporative 

flux drives outflow from the basin. Evaporite minerals occur both disseminated within clastic sequences and 

as discrete beds. The earliest record of evaporite formation is middle Miocene, with frequency and 

magnitude tending to increase during the Late Neogene to Quaternary (Alonso et al., 1991; Vandervoort et 

al., 1995; Kraemer et al., 1999). The thick halite sequences in the Salares del Hombre Muerto and Atacama 

suggest that they have mostly formed since 100 Ka (Lowenstein, 2000; Lowenstein et al., 2001). 

7.2 Geology of Salar del Hombre Muerto Basin   

The oldest rocks cropping out at the Salar del Hombre Muerto basin envelope are schist and migmatites 

interbedded with metamorphic limestone and amphibolites (see Figure 7-2). This metamorphic sequence, 

which is Neoproterozoic in age, is known as the Pachamama Formation. Occurrences of these rocks stand 

along the east flank of the Hombre Muerto salar. Metasedimentary rocks assigned to the lower Paleozoic 

outcrop at the northwest border of the salar and are assigned to the Tolillar Formation. This formation, 

mainly volcaniclastic sandstone with subordinate sandstone beds, occurs over the northern border of the 

salar. Overlaying this clastic sequence is the Ordovician sedimentary sequence of the Falda Ciénaga 

Formation composed of greywacke, tuff and volcaniclastic sandstones. Rocks of this formation are 

widespread along the eastern flank of the salar. Conglomerates and red sandstones assigned to the middle 

Eocene lie unconformably over the Ordovician sediments. These rocks are assigned to the Geste 

Formation, which crops out in the northern limits of the salar. The Geste Formation is overlain by 

conglomerates, sandstone, and red clays with gypsum assigned to the Vizcachera Formation. 
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Figure 7-2: Generalized Geological Map Showing Salar del Hombre Muerto 

Source: Salfity (2009) 

The Catal Formation, conglomerates with sandstones interbedded with ignimbrite flows and volcaniclastic 

rocks, overly the Vizcachera Formation. This formation occurs in the central portion of the Salar and forms 

the Farallon Catal hills. Two age dates, one at the bottom and the other at the top of the Catal Formation 

show 15.0±0.2 Ma and 7.2±1.4 Ma respectively (Donato and Vergani, 1985; Hongn and Seggiaro, 2001).  

The clastic sediments and evaporitic rocks of the Sijes Formation occur along the Peninsula de Tincalayu, 

located in the northern portion of the salar. The sequence contains the borate deposit currently being 

exploited in the Tincalayu Mine. The age of this sequence is reported at 5.86±0.14 Ma (Watson, in Alonso 

et al. 1984a). 

Dacites and andesites of the Tebenquicho Formation crop out in the southern border of the salar, along the 

Hombre Muerto peninsula. The age of these rocks is reported as 14±5 and 11±1 Ma (Gonzales, 1983). The 

Ratones Andesite, which occurs in the northeast border of the basin, and constitutes the volcano of the 
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same name, has been dated at 7.1±0.2 Ma (Gonzales, 1984). The dacitic ignimbrites assigned to the Cerro 

Galan Volcanic Complex, have a widespread occurrence in the area, and constitute the eastern border of 

the salar. A radiometric age date obtained by the K-Ar method is reported as 2.56±0.14 Ma, with an Rb-Sr 

isochrons reports at 2.03±0.07 Ma (Francis et al. 1983; Sparks et al. 1985). The Quaternary deposits are 

represented by clastic sediments, evaporites and basaltic lava flows with an age of 0.754±0.2 Ma (Alonso 

et al. 1984b).  

The basement outcrop known as Farallon Catal (approximately 72 km2), located at the central portion of 

the salar, divides the basin in two parts, locally named as Subcuenca Occidental (Western sub-basin) and 

the Subcuenca Oriental (Eastern sub-basin). The sub-basins differ in their sedimentology: the Eastern Sub-

basin consists largely of clastic sediments, borate precipitates and limited halite, while the Western Sub-

basin is dominated by halite with little clastic material. 

Geophysics, drilling and trenching results carried out during the evaluation of the Fenix Lithium plant (FMC 

Lithium) confirm the asymmetric distribution of the minerals that occurs in the salar surface.  Drilling results 

from the Western Sub-basin indicate that halite occurs throughout to depths of 30 to 50 m, with one well 

penetrating 90 m of halite. Gravity geophysics suggests that the core of the salt body could have a depth 

of up to 900 m in the Western Sub-basin. 

7.3 Geology of the Project Area  

The following describes the geological units cropping out in the Project property areas, listed from the oldest 

to youngest (see Figure 7-2 and Figure 7-3). 

Cordon del Gallego Range: located in the western part of the Project, it consists of Ordovician marine 

sediments (shales and quartzites) assigned to the Falda Ciénaga Formation. This unit constitutes the 

basement in this region of the Puna. Bedding strikes NNE-SSW, appears folded and typically dips west.  

Farallón Catal Range: located in the central part of the Salar, these rock outcrops are assigned to the 

middle Miocene Farallón Catal Formation, which is composed of a Lower Member (Tfc1) of pale brown 

sandstones with abundant muscovite, red claystones and intercalated gypsum beds, and an Upper Member 

(Tfc2) built up of a basal welded tuff and ignimbrite dating, 11.3 Ma (K/Ar method), followed by dominant 

conglomerate, sandstone and red clays dominating towards the top.  This unit has a NNE-SSW strike and 

dips 40° to 50° east. 

Peninsula Tincalayu: these rocks are assigned to the Sijes formation (TSi), 5.8Ma in age, and are 

sandstones, red and green argillites, tuffs, borates, gypsum and halite. The inferred thickness is over 300 

m. This unit was described in detail at the Tincalayu borate mine; the beds are faulted and folded and have 

a general NNE-SSW strike.  

At the western slope of Ratones Volcano, black to black-grey andesitic lava flows are outlined as Ratones 

Formation (Tva, 7 to 4 Ma).  In the Tincalayu peninsula and in the western sector of the Farallón Catal 

Range, dark grey lava flows crop out and are assigned to the Carahuasi Formation with an estimated age 

of 1.0 to 0.1 Ma.  In some salar areas, horizontal Quaternary terraces are evident with layers of argillite, 

sandstone and travertine. 
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The principal sources of water entering the Hombre Muerto basin are the surface water inflows, and 

groundwater inflow from natural recharge along the mountain fronts via alluvial fans.  Drill results, 

indications from vertical electrical soundings, and density relations interpreted in previous studies for the 

Sal de Vida project suggest restricted vertical circulation of lower density water entering the basin and 

diluting brine mineral resources. 

8.3 Assignment of Hydrogeologic Units 

Results of diamond drilling on the Tramo concession indicate that basin-fill deposits in the north part in 

Salar del Hombre Muerto can be divided into hydrogeologic units that are dominated by three lithologies, 

all of which have been sampled and analyzed for both drainable porosity and brine chemistry.  Predominant 

lithologies, meters drilled, and number of analyzes are given Table 8-1. 

Table 8-1: Sample Data for Hydrogeologic Units 

Predominant Lithology of 
Hydrogeologic Units 

Meters of Described 
Lithological Unit 

# of Drainable 
Porosity Analyses 

# of Brine 
Chemistry 
Analyses 

Sand, silty sand and sandstone 274.1 14 18 

Halite or other evaporite 108.5 1 3 

Conglomerate, sand and gravel 245.2 5 14 

Source: M&A (2018) 
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Figure 9-1: Location of Geochemical Brine Samples Collected on the Hombre Muerto Norte Project 

Source: M&A (2017) 
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Figure 9-2: Distribution of Lithium Concentration Results (mg/L) for Project Properties 

Source: M&A (2017) 
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Figure 9-3: Location of Geochemical Brine Samples Collected on Project Properties, Jan 2018 

Source: M&A (2018) 
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Table 9-3: Summary of Geochemical Results from January 2018 

Sample 
Location 

Name 

Li 

(mg/L) 

Ca 

(mg/L) 

Mg 

(mg/L) 

B 

(mg/L) 

Na 

(mg/L) 

K 

(mg/L) 

Density 
(g/mL) 

Conductivity 
(mS/cm) 

Mg/Li 

3st Round 

SHMN_001 Tramo #1 1,120 978 3,594 255 91,495 8,554 1.163 189 3.21 

SHMN_002 Tramo #2 792 940 2,392 277 86,552 6,049 1.151 181 3.02 

SHMN_004 Tramo #3 1,011 1,105 2,378 396 96,202 9,236 1.169 192 2.35 

SHMN_005 Tramo #3 
Duplicate 

1,008 1,104 2,379 395 96,393 9,539 1.169 193 2.36 

SHMN_006 Tramo #4 1,216 1,381 3,718 177 98,220 10,368 1.175 193 3.06 

SHMN_007 Alba 
Sabrina #5 

353 737 2,674 244 80,373 3,059 1.134 171 7.58 

SHMN_009 Natalia 
Maria #6 

911 944 1,300 435 109,391 8,857 1.181 195 1.43 

SHMN_010 
Natalia 

Maria #6 
Duplicate 

913 943 1,297 432 109,943 8,861 1.181 195 1.42 

SHMN_011 Natalia 
Maria #7 

793 1,018 1,075 399 106,828 8,870 1.178 194 1.36 

Source: M&A (2018) 

Table 9-3 supports the thought that elevated concentrations of lithium are located in the surface brine. The 

Tramo and Natalia Maria areas contain the largest concentrations of lithium.  These areas are in the 

principal east sub-basin area (see Figure 9-3).  The duplicate samples are replicated with a high level of 

precision.   

Finally, a comparison between samples obtained for the January 2018 sampling round suggests that there 

is a significant range in surface brine samples depending on the time of year and precipitation.  Average 

lithium concentration in Tramo in January 2018 was 974 mg/L, versus 538 mg/l for the January 2017 

sampling round.  The difference is a direct result of abundant precipitation in 2017 versus 2018. 

9.3 Geophysical Survey  

A program to complete a CSAMT survey covering all of the properties of the Project was realized in early 

January 2017. The original plan included 14 CSAMT stations, of which 10 were surveyed in the field. The 

CSAMT survey was conducted by Geophysical and Exploration Consultants S.A., Mendoza, Argentina 

(GEC), under the supervision of Sascha Bolling, Senior Geophysicist and Managing Director of GEC. The 

survey defined two section lines (see Figure 9-4). 
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Figure 9-6: CSAMT Results for W-E Section from SHM6 to SHM10 

Source: GEC (2017) 
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10 Drilling 

Results of the exploration drilling and testing presented in this report are from field work completed as of 

June 2019. The drilling program included core drilling of two coreholes, TH18-01 and TH18-02, and 

construction of two exploration wells TWW18-01 and TWW18-02. A 72-hour pumping test was also 

conducted at well TWW18-02 using TH18-02 as an observation well. A 72-hour pumping test was 

conducted at well TWW18-01 using TH18-01 as an observation well.  Locations for the wells are shown on 

Figure 10-1. The exploration program was designed to develop a resource estimate, and also to 

demonstrate that large amounts of brine can be pumped from the salar to eventually support development 

of a lithium brine extraction project. 

 

Figure 10-1: Location of Wells 

Source: M&A (2018) 

10.1 Diamond Drilling Program  

The diamond drilling program included drilling two vertical core holes, TH18-01 and TH18-02, ranging in 

depth from 280 to 401 m See Figures C-1 and C-2 of Appendix C). Drilling was done during the period 

between April 24 and July 13, 2018, by AGV Falcon, based in Salta, Argentina.   

The objectives of this diamond drilling program were to obtain the following:  
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Table 10-3: Summary of the Pumping Test at Well TWW18-01 

WELL 

IDENTIFIER 

DATE 

PUMPING 

STARTED 

PUMPING 
DURATION 

(hours) 

PRE-PUMPING 

WATER LEVEL 

(mbls)1 

AVERAGE 

PUMPING 

RATE (L/s)2 

DRAWDOWN 

AFTER 24 
HOURS OF 
PUMPING 

(m) 

SPECIFIC 

CAPACITY 

(L/s/m)3 

TWW18-01 24-Jul-2018 72 3.24 25 12.97 1.9 

Source: M&A (2018) 
1 mbls = meters below land surface 
2 L/s = liters per second 
3 L/s/m = liters per second per meter of drawdown 

Transmissivity is the rate at which water is transmitted through a unit width of aquifer under a unit hydraulic 

gradient and has unit of meters squared per day (m2/d).  For analysis, drawdown data were analyzed for 

aquifer transmissivity using the logarithmic graphical method developed by Theis (1935).  Water level 

recovery measurements were analyzed using the Theis (1935) semi-logarithmic graphical recovery 

method.  Both methods were analyzed using Aqtesolv software (HydroSOLVE, 2008) and verified manually.  

Logarithmic drawdown and semi-logarithmic recovery graphs for the pumped well, and nearby observation 

well TH18-01, are given on Figures D-1 and D-2 (Appendix D), with computed aquifer transmissivity. 

Results are tabulated in Table 10-4.   

Table 10-4: Summary of Computed Aquifer Parameter for Well TWW18-01 

Pumped 
Well 

Identifier 

Observation 
Well Identifier 

Distance from 
Pumped Well 

(m)1 

Average 
Pumping 

Rate 

(L/s)2 

Theis (1935) 
Drawdown method 

Transmissivity (m2d)3 

Theis (1935) 
Recovery method 

Transmissivity 
(m2d) 

TWW18-01 --- 0 25 Not analyzed  55 

 TH18-01 6 --- 61 Not analyzed 

Source: M&A (2018) 
1 Measured with calibrated tape 
2 Liters per second 
3 Square meters per day 

10.3 Brine Sample Results from Pumping Well TWW18-02 

NRG has collected and received laboratory results for 15 composite brine samples collected from wells 

TWW18-01 obtained during the pumping tests at this well during the period July 17 through July 29, 2018.  

Results are summarized in Table 10-5. 
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10.5 Brine Sample Results from Pumping Well TWW18-02 

NRG Metals has collected and received laboratory results for seven composite brine samples collected 

from well TWW18-02 obtained during the pumping tests at this well during the period September 19 through 

September 23, 2018.  Results are summarized in Table 10-9. 

Table 10-9: Lab Results for Well TWW18-02 Pumping Test Brine Samples  

SAMPLE ID Date 
Li  

(mg/L) 
Mg 

(mg/L) 
K 

(mg/L) 
B 

(mg/L) 
Mg/Li 

HMN-67 19/09/2018 649 1,405 7,759 511 2.16 

HMN-68 19/09/2018 665 1,422 7,754 517 2.14 

HMN-70 19/09/2018 667 1,431 7,850 522 2.15 

HMN-71 21/09/2018 672 1,425 7,839 519 2.12 

HMN-72 21/09/2018 674 1,426 7,949 521 2.12 

HMN-74 22/09/2018 676 1,418 7,974 518 2.10 

HMN-75 23/09/2018 666 1,412 8,001 517 2.12 

AVERAGE  667 1,420 7,875 518 2.13 

Source: M&A (2019) 
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Table 11-3: Summary of Duplicate Laboratory Analyses, 2018 Exploration 

  Li (mg/L)1 Mg (mg/L) SO4 (mg/L) K (mg/L) 

SAMPLE NUMBERS 
(ORIGINAL AND 

DUPLICATE) 
ORIGINAL DUPLICATE ORIGINAL DUPLICATE ORIGINAL DUPLICATE ORIGINAL DUPLICATE 

TH18_01 

HMN-4/HMN-56 942.3 911.4 3026.9 3072.4 9828.7 9752.3 7298.5 6940.8 

HMN-8/HMN-9 878.9 880.8 2367.1 2377.7 9227.8 9178.1 7772.4 7787.3 

HMN-12/HMN-13 934.8 931.2 3054.9 3054.2 9096.1 9046.2 7323.1 7267.8 

HMN-16/HMN-17 917.9 917.0 2837.8 2859.4 9586.5 NA2 7089.9 7410.6 

HMN-20/HMN-21 879.0 849.6 2535.1 2434.7 9977.2 NA 7939.2 7793.8 

HMN-28/HMN-29 865.6 898.6 2551.9 2667.7 10048.1 NA 7889.8 8178.0 

TH18_02 

HMN-41/HMN-42 785.0 786.9 1,704.0 1,687.0 9457.8 NA 9181.2 9071.4 

TWW18_01 

HMN-52/HMN-53 790.0 783.0 1814.0 1806.0 NA2 NA2 8365.0 8255.0 

HMN-56/HMN-57 774.0 786.0 1802.0 1806.0 NA2 NA2 7965.0 8199.0 

HMN-64/HMN-65 796.0 788.0 1823.0 1801.0 NA2 NA2 8259.0 8199.0 

TWW18_02 

HMN-72/HMN-73 674 673 1,426 1,420 NA2 9,477 7,853 7,974 

Source: M&A (2018) 
1 mg/L = milligrams per liter 
2NA = not analyzed 

Comparison of the duplicate samples suggests that the samples are being analyzed similarly; large 

differences between the results for the duplicate samples do not occur. Average error for the lab results 

for the duplicate samples is given in Table 11-4.  

Table 11-4: Percent Difference Between Original and Duplicate Samples for Years 2017 and 2018 

Source: M&A (2018) 

11.8.2 Field Blanks 

During the 2018 exploration drilling and testing program, a total of four blank samples were submitted to 

the laboratories for chemical analyses.  The blank samples consisted of fresh water. The laboratory did not 

detect any lithium in the samples.   

Average 
lithium value 
for 10 original 

samples 
(mg/L) 

Average 
lithium value 

for 10 
duplicate 
samples 
(mg/L) 

Percent 
average 

difference 
between 

original and 
duplicate for 

lithium 

Average 
potassium 

value for 10 
original 
samples 
(mg/L) 

Average 
potassium 

value for 10 
duplicate 
samples 
(mg/L) 

Percent 
average 

difference 
between 

original and 
duplicate for 
potassium 

839.8 836.9 -0.35% 7903.3  7916.1  0.16%  
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11.8.3 QA/QC Conclusions and Recommendations 

The field sampling of brines from the pumping tests was done in accordance with generally accepted 

industry standards. The quality control data based upon the insertion of field blanks and analysis of 

duplicates indicate that the analytical data are accurate and repeatable. As a result, the author is confident 

that the reported results are representative of the brine chemistry in the aquifer. 

11.9 Sample Security 

All samples were labeled with permanent marker, sealed with tape and stored at a secure site, both in the 

field, and in Salta, Argentina, until transported to the laboratory for analysis. Samples were packed into 

secured boxes with chain of custody forms and then shipped to the laboratory. 
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14 Mineral Resource Estimate 

An initial resource calculation for Salar del Hombre Muerto Norte Project was previously presented by M&A 

(2018) and is presented here without changes to the values or methodology.  

The key parameters of brine mineral grade and drainable porosity were used to compute the estimated 

resource.  The method consisted of constructing polygonal blocks surrounding each core hole, bounded by 

the property concession boundary, and divided into horizontal layers by hydrogeologic units.  Only 

laboratory results from depth-specific samples were used (i.e. drainable porosity values from core, and 

brine chemistry from packer samples).  Although important for demonstrating that the brine can be pumped, 

composite brine samples obtained during the pumping tests were not used in the resource calculation. 

Additional lithium and potassium resources are likely to occur at the other concessions of the Project (see 

Figure 4-2) but are not documented here because exploration drilling has not yet been done at these 

concessions.  For example, the Enrique Gaston concession occurs within a Measured resource polygon 

reported by Galaxy (M&A and GAI, 2012), and supports the logical argument that if drilled, a Measured 

lithium and potassium resource would also occur at this concession.  

14.1 Definition of Polygons Blocks 

Total area of the two polygon blocks used in resource calculation is 3.87 km2, as shown on Figure 14-1. 

The eastern polygon contains core hole TH18-01 and pumping well TWW18-01; the west polygon contains 

core hole TH18-02 and in progess well TWW18-02. The boundary between the two polygons is equidistant 

from the diamond drill holes.  

The deeper unit encountered at well TWW18-02 allowed for additional Indicated Resource to be added to 

the TH18-02 polygon.  The initial Measured Resource for the polygon was based on a maximum-drilled 

depth of 280.8 m; the pilot borehole at TWW18-02 was drilled to a maximum depth of 400 m, for an extra 

119.2 m of Indicated Resource.  The estimated resource in the polygon for TH18-01 is considered by the 

QP to be Measured.  Reasonably good stratigraphic correlation is observed between core holes TH18-01 

and TH18-02, although more evaporite deposits are observed at core hole TH18-02.   

14.2 Definition of Hydrogeologic Units 

Results of diamond drilling indicate that basin-fill deposits in Salar del Hombre Muerto can be divided into 

hydrogeologic units that are dominated by three lithologies, all of which have been sampled and analyzed 

for drainable porosity and brine chemistry.  The length (meters) described and number of samples obtained 

for each unit is given in Table 14-1.  Predominant lithology, number of analyses and statistical parameters 

for drainable porosity of these units are given in Table 14-2.  Locations for porosity and brine samples in 

each corehole are shown on Figures C-1 and C-2 in Appendix C. 
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Table 14-1: Meters Described and Number of Samples 

Predominant Lithology of 
Conceptual Hydrogeologic Unit 

Meters of Core 
Described 

Number of Drainable 
Porosity Values 

Number of Brine 
Chemistry Values 

Unit 1:  Sand and silty sand 204.5 8 13 

Unit 2:  Interbedded halite, sand, and 
silty sand 

177.8 7 8 

Unit 3: Sandy conglomerate 245.2 5 14 

Source: M&A (2018) 

Table 14-2: Summary of Drainable Porosity Values 

Predominant Lithology of Conceptual 
Hydrogeologic Unit 

Number of 
Analyses 

Mean 
Drainable 
Porosity 

Median 
Drainable 
Porosity 

Standard 
Deviation 

Unit 1:  Sand and silty sand 8 0.108 0.084 0.06 

Unit 2:  Interbedded halite, sand, and silty 
sand 

7 0.083 0.083 0.038 

Unit 3: Sandy conglomerate 5 0.087 0.063 0.05 

Source: M&A (2018) 
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Figure 14-1: Polygons Used for Resource Estimations 

Source: M&A (2018) 
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14.3 Total Resource Estimation 

Each core hole was divided into hydrogeologic units using the three predominant lithologies given above.  

Drainable porosity values for each hydrogeologic unit within a single polygon were computed by averaging 

the available drainable porosity data from within the hydrogeologic unit at the polygon core hole.  Laboratory 

analyses for drainable porosity and brine chemistry were used for each of the hydrogeologic units used to 

estimate the Resource.   

Drainable porosity and lithium content are weighted by hydrogeologic unit thickness.  Hydrogeologic units 

are shown for each well on Figures C-1 and C-2 (Appendix C). Thickness of the lowermost hydrogeologic 

unit is limited by total depth of the core hole, or the adjacent exploration water well.  The TH18-02 estimated 

resource includes the deeper unit observed at adjacent well TWW18-02.  It is assumed that the properties 

at the core hole for hydrogeologic unit thickness, drainable porosity, lithium, and potassium extend 

continuously throughout the entire polygon.  The resource computed for each polygon is independent of 

the other polygon.  The computed resource for each polygon was the sum of the products of saturated 

hydrogeologic unit thickness, polygon area, drainable porosity, and lithium and potassium content.  

14.3.1 Support for Measured and Indicated Status  

Reasonably good correlation of lithologic units exists between the east and west sides of the Tramo 

concession.  The conceptual model of the hydrogeologic nature of northern Salar del Hombre Muerto and 

observed results are consistent with anticipated stratigraphic and hydrogeologic conditions associated with 

mature, closed-basin, high altitude salar systems.  The relative lack of halite units in the Tramo concession 

is consistent with the un-faulted basin edges where clastic sediments tend to me more dominant. 

All of the estimated Resource defined by the coreholes TH18-01 and TH18-02 were assigned as Measured. 

This is consistent with recommendations by Houston et al. (2011) where they suggest that well spacing 

required to estimate a Measured Resource be no further than 3 to 4 kilometers apart from each other.  

Given the relatively small size of the Tramo concession, the relatively good stratigraphic understanding of 

the hydrogeologic units, and the relative uniformity of the brine chemistry, a Measured category is justified. 

In addition, based on deeper drilling at well TWW18-02, we have assigned the lower part of TWW18-02 as 

an Indicated resource because it is consistent with sediments observed in the Tramo concession at that 

depth that demonstrated good drainable porosity and brine chemistry values (Figure C-1, Appendix C) even 

though depth-specific core and brine samples were not obtained or analyzed at a laboratory. The interval 

from 228.5 to 370m consists of interbedded halite and sand and appears to be very similar to the zone in 

corehole TH18-02 from 166.5 to 228.5 meters (Figure C-2 in Appendix C). From a depth of 370 to 400m in 

well TWW18-02, the lithology consists of a clayey unit with interbedded fine sand with some halite. This 

unit is described similarly to the unit observed at corehole TH18-01 from 107-155.8m (Figure C-1 in 

Appendix C). 

In addition, based on completed drilling to date, the lower part of TWW18-02 was assigned as an Indicated 

resource because it is consistent with sediments observed in the Tramo concession at that depth that 

demonstrated good drainable porosity and brine chemistry values even though depth specific core and 

brine samples were not obtained or analyzed at a laboratory.  The interval from 228.5 to 370 m consists of 

interbedded halite and sand and appears to be very similar to the zone in core hole TH18-02 from 166.5 to 

228.5 m.  From a depth of 370 to 400 m in well TWW18-02, the lithology consists of a clayey unit with 

interbedded fine sand with some halite.  This unit is described similarly to the unit observed at core hole 

TH18-01 from 107-155.8 m.  
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Results of the breakdown for lithium and potassium equivalents resources in each category are summarized 

in Table 14-4. 

Table 14-4: Summary of Li2CO3 and KCl Equivalents 

Resource Category In Situ Li (t) Li2CO3 Equivalent (t) In Situ K (t) KCl Equivalent (t) 

Measured 95,556  508,627  843,671  1,608,881  

Indicated 11,714  62,351  121,023  230,791  

M + I 107,270  570,979  964,694  1,839,672  

Source: M&A (2018) 

Cut-off grade: 500 mg/L lithium 
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15 Mineral Reserve Estimate 

No mineral reserves have been estimated at this early stage of the Project. 
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16 Mining Methods 

This section includes all facilities and activities associated with collecting brine in well holes and pumping 

it to the concentration ponds near the processing plant. 

16.1 Production Rate and Forecast 

A production rate of 5,000 t/a of Li2CO3 has been targeted for the project. This rate was selected as a 

reasonable starting level of production, with the potential for expansion once commercial production and/or 

payback has been achieved. 

The resource estimate includes a measured plus indicated total of 107 kt of Li, or an equivalent of 571 kt 

of Li2CO3.  

A 30-year production forecast was assumed for the Project. A production rate of 3,750 t/a was assumed 

for the first operating year (75% of full production) and a rate of 4,500 t/a was assumed for the second year 

of operations (90% of full production). All remaining years were scheduled at the full production rate. 

The production forecast therefore contemplates a total extraction of 148 kt of Li2CO3 equivalent, 

approximately 56% of the resource.  

16.1.1 Pumping and Piping Configuration 

Access to the extraction wells is provided by a 4.5 km road, built with compacted granular fill. Existing and 

future roads have a nominal width of 4.75 m and a nominal height of 1 m high. 

Wellfield piping will be installed alongside this road. The pipes will be of HDPE, 200 mm in diameter, and 

will extend from the three brine wells to the concentration ponds. 

16.2 Pumping Wells 

16.2.1 Existing General Arrangement 

Well holes with internal pumps will be used to transfer brine to one of three pre-concentration ponds located 

near the processing plant. 

Two well holes (TWW 18-01 and TWW 18-02) were drilled near each core hole by Wichi Toledo S.R.L., 

based in Salta, Argentina. The specifications regarding the two well holes are shown in Table 16-1 and 

pictures of the well holes and core holes are shown as Photo 1. Both existing well holes will be used during 

production to supply brine to the pre-concentration ponds.  

Table 16-1: Well Hole Specifications 

 
Source: M&A (2018) 

Well Depth Hole Dia UTM Easting UTM Northing Pumping

Name m mm m m 254 mm PVC 203 mm PVC Test

TWW18-01 401 432 3,402,357 7,210,100 0 to 174 m 174 to 401 m Yes

TWW18-02 400 432 3,400,175 7,210,208 Yes

Casing
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Figure 17-1: Process Block Diagram 

(Source: KP/JDS 2019) 
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17.3.4 Disposal of Salts 

The harvested salts and liming residue from the pre-concentration and concentration ponds will be disposed 

separately by hauling from the ponds and dumping onto their respective designated disposal areas, where 

they will be spread across the salar. The residues generated by the purification circuit will be disposed in 

the same area with the concentration harvested salts because of their similar chemical-compositions. The 

purification residue will occupy a negligible fraction of the concentration-harvest disposal site. 
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18.7 Fresh and Potable Water Supply 

Fresh water wells will be drilled and fitted with pumps to supply non-potable water to the mill and for other 

industrial uses. It will be located approximately 3 km from site and a pipeline will be installed.   

Potable water will be brought in bottles for worker consumption in the offices and camp.  
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Figure 19-1: World Lithium Production by Country (2017) 

 
Source: USGS (2017) 

19.2 Demand 

The development of lithium ion batteries for use in electric vehicles and grid storage batteries has created 

attention on this industrial mineral. With high electrochemical potential and low atomic mass, lithium is 

widely used.  The three main segments of the global battery industry include electric vehicles, mobile 

devices and energy storage systems. 

 High profile companies such as Tesla Inc., the manufacturer of well known electric vehicles (EV) and the 

power wall, garner much attention in the financial media.  Global sales for EV plug in vehicles exceeded 

2.1 million units in 2018 (EVVolumes.com) a 64% increase from 2017. China, the largest auto market and 

key proponent of electric vehicles, accounted for 56% of world EV plug in vehicle sales in 2018. Lithium 

requirement by electric vehicle varies with the battery size. A Tesla Model S requires 51 kg of lithium 

carbonate equivalent (LCE), where other brands such as the Renault Zoe uses 31 kg LCE. All the major 

vehicle manufacturers including Ford, GM, Tesla, Daimler, Volvo, Honda, BMW, Toyota, Honda and Nissan 

have announced their commitment to electric vehicles.  To compliment this trend, several countries have 

announced an internal combustion engine (ICE) ban, which includes a sales ban in Norway by 2025, and 

Ireland and the Netherlands by 2030. Local jurisdictions are also incorporating this trend by restricting diesel 

access and include Paris and Rome by 2024, and Madrid and Mexico City by 2025.  With societal change 

and rapid EV growth, battery makers must secure raw materials for high end batteries, such as lithium.   

In addition to electric vehicles, lithium-ion batteries are seeing increasing use in grid storage solutions for 

utility companies and in residential micro-grids coupled with solar photo-voltaic systems. As a trend 
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example, Los Angeles County (USA) recently announced a retrofit of the Grayson Gas Power Plant with 

75mw/300 mwh battery storage and a combination of solar and geothermal power. These applications will 

supplement the expected lithium demand growth, which is expected to average 20% compound annual 

growth for the next few decades. Also, traditional electric power tools are now converting over to lithium ion 

battery power sources.  

19.3 Pricing 

Lithium pricing is based on supply and demand but commercial strategies play a significant role. Over the 

past ten years, prices have fluctuated significantly. Between 2010 and 2015 the price of lithium carbonate 

fluctuated between $5,180 and $6,500 per ton. In 2016 the price spiked to $8,650 then rising to $15,000 in 

2017 and $17,000 in 2018 (see Figure 19-2). Previous supply predictions had proven to be inaccurate. 

Actual production in 2017 barely reached half of the 2012 prediction. The surge in EV adoption contributed 

much to the lithium boom.  

New demand can only be met with new supply. To develop a lithium project takes many years. Long 

permitting timelines, extensive exploration requirements, high capital expenditures and access to capital all 

greatly affect the ability of a developer to complete new production.  Within the past three years, 50 lithium 

projects have been initiated in Argentina alone (USGS). However, the majority of these projects are in the 

early prospecting stage and many if not most will never reach production.  

Figure 19-2: Ten-Year Lithium Carbonate Battery Grade Pricing ($/t) 

 
Source: Statista (2019) 

Most lithium sales are by contractual arrangements between producers and processors or end users. This 

is the trend in the marketplace as evidenced by the recently announced ten-year lithium purchase 

agreement between Volkswagen and Gangfeng Lithium. Most producing companies have off-take 

agreements in place for their lithium. In turn, lithium developers rely on off-take agreements as part of a 

project financing strategy. 

Several projects have now moved to the stage of either economic assessment or feasibility. In order to 

gauge peer sentiment, NRG Metals has reviewed five publicly available reports that have price forecast 











 

 

 

 

 

Prepared by Knight Piésold Ltd. and JDS Energy & Mining Inc. 

For NRG Metals Inc. 

Page 21-2 

 

Table 21-1: Capital Cost Estimates Summary ($USD) 

Description 
Total CAPEX 

 US$000  

Direct Costs   

Brine Production Wells                      1,744 

Evaporation and Concentration Ponds                    22,780 

Li2CO3 Plant                    29,207 

Infrastructure  14,495 

Mobile Equipment Allowance                        500 

 Total Direct Costs                     68,726  

Indirect Costs      

Freight and Customs Expenses                        2,177 

Crew Transportation                          163  

Engineering   2,688 

Construction Supervision   1,624 

Technical Inspections                          900  

Insurance (0.3% Prorated)                            87  

Vendor Assistance                          623  

Commissioning                        1,000  

Owner's Costs                          644  

Catering                          760  

Environ. and Govt Permits and Studies                          687  

 Total Indirect Costs                     11,352  

 Subtotal (Directs + Indirects)                    80,078  

 Contingency (17%)                     13,277  

 Total Capex                     93,355  

Source: KP/JDS (2019)
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21.1.2 Salar Brine Extraction Wells 

Four production wells have been assumed for the capital estimate and ongoing operations, providing one 

spare well. The capital requirement for the wells, pumps, and pipeline is shown in Table 21-2. 

Table 21-2: Salar Brine Extraction Wells Capital Cost Estimate ($USD) 

Description 
Unit Price 

US$000 

Total Price 

US$000 

Direct Costs     

Drilling and Completion of Brine Production Wells (4 units)                       305                     1,220  

Special Drilling Fluids & Replacement of Tools (10% Wells Value)                         122  

Pumps (3 units + 1 spare)                         26                        104  

Piping (1 pipeline)                       282                        282  

Electrical (for 4 pumping units)                         16                          16  

TOTAL                      1,744  

Source: KP/JDS (2019) 

21.1.3 Concentration Ponds 

Based on evaporation expectations and projected plant efficiency, a total of 169 ha has been estimated 

as the surface requirement for the concentration ponds to sustain full production. This area includes a 

total of ten ponds for pre-concentration, concentration, and harvesting, as shown in Table 21-3 and Table 

21-4  

Capital cost for the ponds includes the earth movement costs required for road building. 

Table 21-3: Concentration ponds Area 

Ponds Number Pond area (m2) Total area (m2) 

Pre-concentration 3 400,000 1,200,000 

Concentration 3 31,666 94,998 

Harvest pre-concentration 1 400,000 400,000 

Harvest concentration 3 31,666 94,998 

Source: KP/JDS (2019) 

Table 21-4: Concentration ponds Capital Cost Estimate ($USD) 

Description Total Price 

DIRECT COSTS  

Construction of pre-concentration and concentration ponds. 22,780 

Earth movements for disposal ponds I and II.  

Includes earthworks, roads, coating, pumps, pipes, valves and electrical distribution.  

   

TOTAL  22,780 

Source: KP/JDS (2019) 
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21.1.4 Mobile Equipment 

The estimate mobile equipment that will be needed at the project is detailed in Table 21-5. An allowance of 

$500,000 has been included in the capital estimate for these units. 

Table 21-5: Mobile Equipment 

Equipment Number 

Pickup Trucks 5 

Forklift 2 

Flatbed Truck 1 

Boom Truck 1 

Manlift 1 

Source: KP/JDS (2019) 

21.1.5 Lithium Carbonate Plant 

The capital cost estimate for construction of the 5,000 t/a Li2CO3 plant is shown in Table 21-6. This was 

derived primarily using a database acquired from prior similar projects for the equipment required for the 

main plant equipment. 

Table 21-6: Li2CO3 Plant Capital Cost Estimate ($USD) 

Description 
Total Price 

Supply  
Total Price 

Labor  

Total 
Projected 

Budget  

DIRECT COSTS       

Li2CO3 Plant       

Brine Storage and Distribution 118 48 166 

SX Boron Plant 520 627 1,147 

Purification Stage (Ca and Mg Polishing-precipitation) 1,750 672 2,422 

Li2CO3 Precipitation  2,578 547 3,125 

Liming Plant 3,969 511 4,479 

Bulk Reagents Make-Up Circuit 855 682 1,537 

Li2CO3 purification stage  1,200 800 2,000 

Li2CO3 conditioning System (filtering, sizing and compacting) 1,180 586 1,766 

Li2CO3 Bagging System 527 129 656 

Water Supply, Storage and Distribution 702 152 853 

Electric Supply and Distribution 1,734 996 2,730 

Air for Plant Instrumentation 153 60 213 

Fuel Supply and Distribution 43 64 106 

Thermic Unit 6 2 7 

Fire Protection System (SX) 225 194 418 

Offices and Laboratory 422 - 422 

Maintenance Workshop 228 126 354 

Products Warehouse 450 405 855 
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21.2 Operating Cost Estimate 

21.2.1 Summary 

The total estimate of operating cost for the Project is shown in Table 21-8.  

The operating cost estimate was prepared with an accuracy level of +/- 30 for the production of 5.000 t/a of 

Li2CO3. Preliminary vendor quotations were used to estimate reagent costs based on projected 

consumptions, as discussed in Section 17.3.3. Salaries and wages have been estimated using experience 

with similar projects in the mining area. The LNG price was obtained through a budgetary quotation of 

Galileo Technologies. Transportation prices have been taken from the quotation of a specialized company 

that works mainly in the north of Argentina. 

Table 21-8: Summary of Operating Cost Estimate ($USD) 

Description $/a $/t Li2CO3 

Direct Costs:     

Chemical Reagents 8,740 1,748 

Salt Removal and Transport 780 156 

Energy (M$/a) 1,127 225 

Manpower  2,167 433 

Catering & Camp Services 359 72 

Equipment Operation (allowance) 230 46 

Maintenance 1,201 240 

Transportation to Port 308 62 

Direct Costs Subtotal 14,912 2,982 

Indirect Costs      

General & Administration  700 140 

Indirect Costs Subtotal 700 140 

 Production Li2CO3 Total Costs  15,612 3,122 

Source: KP/JDS (2019) 

21.2.2 Ponds and Plants Reagents 

Due the volume of lime consumption, companies with provisioning capacity were searched. One of them in 

San Juan province. The cost of transportation from the factory to the plant has been included in the costs. 

Chemical consumption at the Li2CO3 plant corresponds mainly to Na2CO3 usage for carbonating the brine. 

Small quantities of sulfuric acid are also required for its periodic cleaning. 

The boron removal section included in the Li2CO3 plant also requires small quantities of other chemical 

agents. 

The Li2CO3 is purified in the process using carbon dioxide targeting 99.5% product. 
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Description 

Area - Position 
Shifts/day Work Shift Total Payroll 

Total 

($/mo) 

Power and Auxiliaries Services Operators 2 2w x 2w 4 8,424 

Crane Operators 2 2w x 2w 4 8,424 

Subtotal Carbonate Plant 17  33 74,423 

Laboratory     

Chief 1 4d x 3d 1 2,916 

Analysts 1 4d x 3d 1 1,620 

Assistants 2 2w x 2w 4 6,156 

Subtotal Laboratory 4  6 10,692 

Engineering and Maintenance     

Chief 1 4d x 3d 1 3,475 

Mechanics Chief 1 4d x 3d 2 5,832 

Mechanical 2 2w x 2w 4 8,424 

Electrics and Instrumentation Chief  1 4d x 3d 1 2,916 

Electrical and Instrumentation 1 2w x 2w 2 4,212 

Subtotal Engineering and Maintenance 6  10 24,859 

Camp Services     

Chief 1 4d x 3d 1 - 

Service Leader 1 4d x 3d 1 - 

Cooks 2 2w x 2w 8 - 

Housekeeping 2 2w x 2w 8 - 

Camp Maintenance Chief 1 4d x 3d 1 2,916 

Camp Maintenance Staff  2 2w x 2w 4 8,424 

Subtotal Camp Services 9  23 11,340 

OPERATIONS MANPOWER (Table 21-8) 52  95 180,590 

Source: KP/JDS (2019) 

21.2.6 General and Administration Costs 

General and Administration costs are shown in Table 21-12. An office will be maintained in Salta for 

management, accounting, and administrative purposes. 
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Table 21-12: General and Administration Costs ($ USD/a) 

Description Cost $K/a 

Management (see Table 21-10) 372 

       Office rental 12 

Insurance (0.1% Annual of CAPEX) 93 

       Transportation 162 

PPE, Office supplies & sundries 60 

 Local G & A Total Costs  700 

Source: KP/JDS (2019) 
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22 Economic Analysis 

22.1 Economic Results 

An economic model was developed to estimate annual cash flows and to sensitivities of key parameters on 

the project. Pre-tax estimates of project values were prepared for comparative purposes, while after-tax 

estimates were developed to approximate the true investment value. It must be noted, however, that tax 

estimates involve many complex variables that can only be accurately calculated during operations and, as 

such, the after-tax results are only approximations. 

This PEA is preliminary in nature and there is no certainty that the results of this PEA will be 

realized. 

The economic model is based on a 30-year production forecast at a steady-state production rate of 5,000 

t/a of Li2CO3, a total production of 148,000 tonnes as discussed in Section 16.1. 

The project is projected to generate a Pre-Tax NPV8 of $335 M and an IRR of 32.6% with a pay-back 

period of 2.7 years. 

The Post-Tax result is an NPV8 of $217 M with an IRR of 27.7% with the same payback period. 

The pre-tax cash flow is shown graphically in Figure 22-1.  

 

Figure 22-1: Pre-Tax Cash Flow for 30-Year Production Schedule 

Source: KP/JDS (2019) 
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Total tonnages for the economic reserve values account for anticipated leakage and process losses of 

lithium and potassium and provide Proven and Probable Reserve estimates from Southwest and East brine 

production wellfields. With percent estimated processing losses factored in, the average brine extraction 

rate is assumed to be on the order of 30,000 m3/d. 

Table 23-2: Sal de Vida Project Reserve Statement (April 2013) 

Reserve 
Category 

Time Period 
(Years) 

Tonnes Li 
Total Mass 

Tonnes Equivalent 
Li2CO3 

Tonnes 
Equivalent KCl 

Tonnes K Total 
Mass 

Proven  1 - 6 34,000 181,000 633,000 322,000 

Probable 7 - 40 180,000 985,000 3,564,000 1,869,000 

Total 40 years total 214,000 1,139,000 4,197,000 2,201,000 

Note: assumes cutoff grade of 500 mg/L Lithium  

Source: (M&A and GAI, 2012) 

23.2  Tincalayu Orocobre Borate Operation 

Tincalayu is an uplifted and structurally folded borate deposit, where mineralization is predominantly hosted 

in sandy units that were deposited in a Miocene Salt Lake formed approximately 6 million years before 

present. Borate mineralization is predominantly hosted within the middle member of the Sijes Formation. 

The principal borate mineral at Tincalayu is Tincal (Borax), with lesser amounts of ulexite and kernite.  

Exploration includes 462 diamond holes drilled at the deposit with an average of 75 m at hole spacing of 

approximately 42 m. Table 23-3 shows ore resources (Brooker, 2014).    

Table 23-3: Tincalayu Resource estimate (31 Dec 2014) 

 
Source: Orocobre Ltd., from Brooker (2014) 

23.3 Maktub-Santa Rita Venture 

South of the Sal de Vida property, several mining concessions in the Salar del Hombre Muerto have been 

producing borates for the Maktub-Minera Santa Rita venture. Santa Rita is a local company from Salta 

dedicated to borax mining and boric and sulfuric acid production.  
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24 Other Relevant Data and Information 

No other relevant information or data is known to exist that would be relevant to this PEA Study. 
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25 Interpretations and Conclusions 

The PEA demonstrates a positive economic result for the production scenario modelled, as described 

herein. However, this PEA is preliminary in nature and there is no certainty that the results of this PEA will 

be realized. 

There are risks associated with the Project and Study result, but also opportunities that should be 

considered. 

25.1 Risks 

25.1.1 Processing 

There has been limited process testwork performed to-date. Most assumptions used in the preparation of 

this PEA are based upon commercially applied unit operations and equipment.  

Overall, the process represented in this PEA does not carry uncommon technical risks and it does not 

contain fatal flaws on its own when referenced against existing or proposed comparable projects. 

Conceptually, the process-flowsheet includes slight differences compared to other comparable projects. 

These differences are attributable in part to the composition of the well-brine, and, its response to the 

concentration-purification sequence based on the test results to date, and in conjunction with derived 

assumptions and predictions.  

In general, the preliminary process model and subsequent design criteria have been adequately established 

and applied in order to establish reasonably detailed capital, operating and sustaining cost estimates as 

basis for the Preliminary Economic Assessment.  

However, additional testwork is required to confirm the assumptions used for the preparation of this PEA 

and to confirm the reasonableness of the current economic model. 

The concentration area preliminary process model and subsequent design criteria were based on a blend 

of simulated output and actual test data that need further validation. 

The hydrometallurgical area preliminary process model and subsequent design criteria were based upon 

experience-derived assumptions which also need confirmation through testwork. 

25.1.2 Lithium Grade 

Prices for this PEA have been estimated based on battery grade Li2CO3 (99.5%). If this grade cannot be 

achieved, the Li2CO3 could be sold, but at technical grade prices, which are less than 90% of battery grade.  

The production of the battery-grade product is important for the lithium projects in general, and, for Hombre 

Muerto in particular, given its relatively low-throughput yet favorable lithium to impurity ratios. These 

characteristics render the necessity of producing the highest-possible quality product critical in order to 

ensure a stable level of market-desirability as well as flexibility for situations of market over-supply and/or 

temporarily increased inventories.  

This PEA includes baseline and advanced purification sequences with the objective of removing both 

soluble and insoluble components to ensure that battery grade lithium is produced. The underlying 
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25.2 Opportunities 

While the project has risks associated with it, there are also opportunities worthy of consideration. 

25.2.1 Expansion 

Although this PEA demonstrates a profitable model, the resource is vast in comparison to the annual 

depletion. Accordingly, it is worth considering an expansion of the processing capability of the plant. This 

could be done on initial build or as a future upgrade to the facility, perhaps twinning all facilities to achieve 

a production rate of 10,000 t/a Li2CO3. 

25.2.2 Recovery and Sale of Other Minerals 

It may be possible at marginal incremental capital and operating cost increases to recover and sell other 

mineral products from the salar, notably potassium chloride (KCl) and Boron compounds. This option should 

be considered in future studies. 
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26.6 Permitting 

The company should continue to advance its baseline environmental testwork and studies as well as social 

impact investigations to support future permit applications. 

26.7 Costs 

The total cost of the above recommended activities is summarized as follows: 

Process testwork $2.0 M 

Numerical Groundwater Model $0.2 M 

Fresh Water Supply Drilling $0.1 M 

Feasibility Study $2.0 M 

Geotechnical Drilling and Analyses $0.3 M 

Permitting $1.0 M 

Total $5.6 M 

 















 

 

 

 

 

Prepared by Knight Piésold Ltd. and JDS Energy & Mining Inc. 

For NRG Metals Inc. 

Page 29-2 

 

Symbol / Abbreviation Description 

m3 cubic metre  

Ma million years 

mg milligram  

mg/L milligrams per litre  

mL millilitre  

mS milliseconds 

Mt million metric tonnes 

MW megawatt  

NI 43-101 National Instrument 43-101 

p. page number  

P.Eng. Professional Engineer 

PFS Pre-feasibility Study 

P.Geo. Professional Geoscientist 

PEA preliminary economic assessment 

POSGAR 94 geocentric coordinate system for Argentina 

QP Qualified Person 

SO4 sulphate  

t metric tonne (1,000 kg)  

t/a tonnes per annum  

US united states 

$USD or $US United States dollars  

WGS84 world geodetic system 1984 
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Appendix A: Legal Opinion by Vargas (2017) 

  













 

Exhibit A 
 

Name File # Application Year Area (has) 
Property Coordinates 

Y X 

Alba Sabrina 18.823 2007 2.089 

3396745.63   7213857.40   

3398151.06   7213830.65   

3398150.81   7213456.32   

3397478.55   7212728.84   

3398215.08   7212048.20   

3397204.42   7210940.69   

3397334.99   7210820.12   

3395420.09   7210685.04   

3395488.53   7209689.37   

3394990.70   7209655.15   

3395017.65   7209256.85   

3394319.62   7209210.33   

3394372.76   7208412.21   

3393873.83   7208379.09   

3393926.71   7207581.42   

3392926.74   7207514.94   

3392926.74   7213929.36   

Tramo 18.993 2007 383 

3400153.49   7211193.41   

3403581.75   7210496.92   

3403582.30   7209935.26   

3399000.83   7209940.11 

Natalia Maria 18.830 2007 115 

3396365.98   7208544.74   

3396865.67   7208578.22   

3396812.76   7209376.47   

3397428.68   7209417.55   

3397401.69   7209822.28   

3397663.94   7209839.76   

3397663.91   7208655.67   

3397303.47   7208642.43   

3397242.42   7208295.88   

3396406.25   7207939.52   

3396392.58   7208145.31   

Gastón Enrique 18.824 2007 55 

3396950.52   7207289.71   

3397663.94   7207298.43   

3397663.94   7206923.60   

3398454.95   7206923.60   

3398454.95   7205885.50   

3398321.79   7205887.17   

3398304.10   7206195.77   

3398259.97   7206866.22   

3396984.09   7206781.87 

Viamonte 13.408 1988 310 

3393107.85   7203055.41   

3393207.30   7201730.86   

3394832.45   7201826.53   

3394788.32   7202557.72   

3395170.12   7202578.18   

3395150.66   7203102.78   

3394425.41   7203094.14   

3394411.39   7204270.76   

3394111.53   7204251.49   

3394091.79   7204550.80   



 
3393792.46   7204531.16   

3393886.00   7203108.57 

Norma Edit 18.829 2007 285 

3391416.63   7202939.87   

3393107.85   7203055.41   

3393207.11   7201733.38   

3392874.00   7201718.00   

3392869.78   7199877.59   

3392174.46   7199930.59   

3392004.94   7202910.55   

3391421.20   7202872.27 
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Appendix B: Laboratory Results 

 

  









	









	





DETERMINACION Li Ca Mg B Na K Ba
UNIDAD mg/L mg/L mg/L mg/L mg/L mg/L mg/L
COD. DE 

ANALISIS LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03
TECNICA ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES

LD 0,05 0,025 0,05 0,05 0,1 0,25 0,01
LCS -------- -------- -------- -------- -------- -------- --------

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

434753 SHMN-001 Salmuera (líq.) Ambiental 1120 978 3594 255 91495 8554 <0,20

434754 SHMN-002 Salmuera (líq.) Ambiental 792 940 2392 277 86552 6049 <0,20

434755 SHMN-003 Salmuera (líq.) Ambiental <0,50 28 13 1 28 3 <0,20

434756 SHMN-004 Salmuera (líq.) Ambiental 1011 1105 2378 396 96202 9236 <0,20

434757 SHMN-005 Salmuera (líq.) Ambiental 1008 1104 2379 395 96393 9539 <0,20

434758 SHMN-006 Salmuera (líq.) Ambiental 1216 1381 3718 177 98220 10368 <0,20

434759 SHMN-007 Salmuera (líq.) Ambiental 353 737 2674 244 80373 3059 <0,20

434760 SHMN-008 Salmuera (líq.) Ambiental <0,50 27 12 1 29 3 <0,20

434761 SHMN-009 Salmuera (líq.) Ambiental 911 944 1300 435 109391 8857 <0,20

434762 SHMN-010 Salmuera (líq.) Ambiental 913 943 1297 432 109943 8861 <0,20

434763 SHMN-011 Salmuera (líq.) Ambiental 793 1018 1075 399 106828 8870 <0,20

SECCION 

RESULTADOS

R
E
S
U

L
T
A
D

O
S
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DETERMINACION

UNIDAD

COD. DE 

ANALISIS

TECNICA

LD

LCS

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

434753 SHMN-001 Salmuera (líq.) Ambiental

434754 SHMN-002 Salmuera (líq.) Ambiental

434755 SHMN-003 Salmuera (líq.) Ambiental

434756 SHMN-004 Salmuera (líq.) Ambiental

434757 SHMN-005 Salmuera (líq.) Ambiental

434758 SHMN-006 Salmuera (líq.) Ambiental

434759 SHMN-007 Salmuera (líq.) Ambiental

434760 SHMN-008 Salmuera (líq.) Ambiental

434761 SHMN-009 Salmuera (líq.) Ambiental

434762 SHMN-010 Salmuera (líq.) Ambiental

434763 SHMN-011 Salmuera (líq.) Ambiental

SECCION 

RESULTADOS

R
E
S
U

L
T
A
D

O
S

Sr Fe Mn Cl- SO4= Alcalinidad CO3=
mg/L mg/L mg/L mg/L mg/L mg/L mg/L

LMMT03 LMMT03 LMMT03 LMCI01 LMCI22 LMFQ15 LMFQ16
ICP-OES ICP-OES ICP-OES Argentometría Gravimetría Volumetría Volumetría

0,005 0,01 0,05 250 10 20 10
-------- -------- -------- -------- -------- -------- --------

26,34 5,88 1,83 158304 9158 217 N.D

25,96 1,39 3,91 142784 9627 173 N.D

0,31 <0,20 <1,00 <250 <100 155 N.D

22,90 2,21 <1,00 165711 7441 256 N.D

23,00 1,97 <1,00 169874 7236 259 N.D

32,62 1,87 <1,00 176505 5316 111 N.D

21,13 1,85 <1,00 130791 10388 413 N.D

0,30 <0,20 <1,00 <250 <100 156 N.D

23,75 1,08 <1,00 179468 8528 410 N.D

23,72 1,09 <1,00 179750 8524 410 N.D

26,35 0,86 <1,00 179468 7985 477 N.D
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DETERMINACION

UNIDAD

COD. DE 

ANALISIS

TECNICA

LD

LCS

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

434753 SHMN-001 Salmuera (líq.) Ambiental

434754 SHMN-002 Salmuera (líq.) Ambiental

434755 SHMN-003 Salmuera (líq.) Ambiental

434756 SHMN-004 Salmuera (líq.) Ambiental

434757 SHMN-005 Salmuera (líq.) Ambiental

434758 SHMN-006 Salmuera (líq.) Ambiental

434759 SHMN-007 Salmuera (líq.) Ambiental

434760 SHMN-008 Salmuera (líq.) Ambiental

434761 SHMN-009 Salmuera (líq.) Ambiental

434762 SHMN-010 Salmuera (líq.) Ambiental

434763 SHMN-011 Salmuera (líq.) Ambiental

SECCION 

RESULTADOS

R
E
S
U

L
T
A
D

O
S

HCO3- pH Densidad Conductividad STD (180°)
mg/L UpH g/mL mS/cm mg/L

LMFQ17 LMCI28 LMFQ19 LMFQ01 LMFQ08
Volumetría Potenciometría Picnometría Potenciometría Gravimetría

10 -------- -------- -------- 2500
-------- -------- -------- -------- --------

265 6,40 1,163 189 296500

211 6,64 1,151 181 266500

184 8,17 0,987 0,35 3900

312 6,44 1,169 192 299700

316 6,46 1,169 193 300300

135 6,76 1,175 193 317700

504 6,83 1,134 171 240000

187 8,28 0,987 0,39 3900

500 7,23 1,181 195 318000

500 7,24 1,181 195 317800

582 7,40 1,178 194 315600
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DETERMINACION Li Ca Mg B Na K Ba Sr

UNIDAD mg/L mg/L mg/L mg/L mg/L mg/L mg/L mg/L
COD. DE 

ANALISIS
LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03

TECNICA ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES
LD 0,05 0,025 0,05 0,05 0,1 0,25 0,01 0,005
LCS -------- -------- -------- -------- -------- -------- -------- --------

0

Prefijo (ASA)

DUP SHMN-010 906 942 1295 435 110416 8889 <0,20 23,67

RESULTADO

SECCION QA - QC

RESULTADO

Identificación
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DETERMINACION

UNIDAD

COD. DE 

ANALISIS

TECNICA

LD

LCS
0

Prefijo (ASA)

DUP SHMN-010

RESULTADO

SECCION QA - QC

Identificación

Fe Mn Cl- SO4= Alcalinidad CO3= HCO3- pH

mg/L mg/L mg/L mg/L mg/L mg/L mg/L UpH
LMMT03 LMMT03 LMCI01 LMCI22 LMFQ15 LMFQ16 LMFQ17 LMCI28
ICP-OES ICP-OES Argentometría Gravimetría Volumetría Volumetría Volumetría Potenciometría

0,01 0,05 250 10 20 10 10 --------
-------- -------- -------- -------- -------- -------- -------- --------

1,03 <1,00 179327 8575 416 N.D 501 7,24

RESULTADO
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DETERMINACION

UNIDAD

COD. DE 

ANALISIS

TECNICA

LD

LCS
0

Prefijo (ASA)

DUP SHMN-010

RESULTADO

SECCION QA - QC

Identificación

Densidad Conductividad STD (180°)

g/mL mS/cm mg/L
LMFQ19 LMFQ01 LMFQ08

Picnometría Potenciometría Gravimetría
-------- -------- 2500
-------- -------- --------

1,181 197 319600

RESULTADO
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Nº DE INFORME: NOA1811826

ANALISIS: 0002NLMCI28_NOA LMFQ01_NOA LMFQ15_NOA LMFQ16_NOA LMFQ17_NOA LMCI13_NOA LMMT03_NOA 0002NLMCI01_NOA
LMCI22_NOA 0001NLMFQ19_NO DFR-17_NOA

CLIENTE: NRG METAL ARGENTINA SA en formacion Nº DE COTIZACION: QE-814-1 FECHA RECEPCION DE MUESTRAS: 09-05-2018
DIRECCION: San Martin 924 - 3 piso - Ciudad - Mendoza TOTAL DE MUESTRAS: 13 FECHA RECEPCION DE INSTRUCCIONES: 09-05-2018
SOLICITANTE: Sergio Lopez PREPARACION DE MUESTRA: FECHA INGRESO AL LABORATORIO: 09-05-2018
PROYECTO: NRG METAL ARGENTINA SA FECHA EMISION DE INFORME: 17-05-2018
N° DE ENVIO:

BLANCOS ESTANDARES TIPO DE MUESTRA OTRAS

BL: Blanco de limpieza de cuarzo STD: Standard Pun: puntual Tri: Triplicado N.D : No Detecta ID: Identificación
BK M: Blanco de muestra VN: Valor nominal Dup: Duplicado Rep: Repetición LCS: Límite de cuantificacion superior COD: Código
BK R: Blanco de reactivo SD: Desviación standard Dup C: Duplicado de cuarteo Com: Compuesta LC: Límite de cuantificación LD: Límite de Detección

Muestreo •  Alex Stewart Argentina  no se hace responsable por cualquier aspecto vinculado a las muestras antes de su entrega al laboratorio, en caso de que Alex Stewart  no sea el extractor de las mismas.
•  Los resultados de los análisis de las muestras extraídas por el cliente, pertenecen solo a las muestras en el estado de las mismas al momento de su ingreso a Alex Stewart Argentina  y a partir de la fecha de recepción de las instrucciones.

Almacenaje •  Los rechazos de muestras sólidas recibidas en ASA Argentina serán almacenadas sin costo durante 3 meses. Para muestras líquidas de salmueras al cabo de 45 días de reportadas las muestras se devolverán al cliente a costo de este.
•  Para muestras sólidas, a partir de esa fecha se cobrará el  almacenaje (precios de P-40), salvo que se reciban instrucciones contrarias. 
•  El cliente puede retirar las muestras de nuestras instalaciones o solicitar su eliminación según procedimientos ambientales aceptados a costo al cliente, siendo él responsable absoluto de la disposición final de las muestras devueltas.
•  Alex Stewart Argentina  no se responsabiliza por alteraciones o daños que naturalmente puedan ocurrirle a las muestras. Las muestras devueltas al clientes carecen de la adición de cualquier substancia o material que atente al medio ambiente.

Informe •  Alex Stewart Argentina  no se hace cargo por el uso que se de a los resultados obtenidos de nuestros servicios.  
•  El Cliente puede publicar los informes solo en forma completa y aclarando quien es el emisor de los mismos. Para su reproducción parcial deberá solicitar autorizacion a Alex Stewart Argentina 
•  Alex Stewart Argentina  podrá usar para fines estadísticos los resultados de los informes de análisis.
•  Escapa a la responsabilidad de Alex Stewart Argentina la evaluación que pueda surgir sobre la aplicación de los resultados emitidos en nuestros Informes de Ensayos.
•  Los informes preliminares previamente emitidos bajo este mismo número de informe quedan reemplazados por el presente informe analítico final.

QA / QC •  Aspectos concernientes a las validaciones metodológicas, sesgo, precisión e incertidumbres asociadas, pueden ser solicitados por el cliente a Alex Stewart Argentina. 
•  Los Límites de cuantificación informados corresponden a los obtenidos en los procesos de validación del método, pueden variar según la matriz y concentración de la muestra.
•  Las Curvas de Calibración empleadas en las metodologías de análisis tienen coeficientes R2 superiores a 0.99.

•  Se procede a informar solamente los resultados que estén enmarcados dentro del rango de validación o entre el LD y el LCS y a los destinatarios que él explícitamente autorice.                                                                                                                                                
•  Para Au4-30 el Límite de Cuantificación es: LC = 0.06 mg/kg                                                                                                                                                                                                                                                                                                                                                                                              
•  Los valores informados por debajo del LC tienen estadísticamente un grado de confiabilidad menor.
•  Para  lecturas de Cr, Cu, Fe, Mn, Mo y Ni por ICP: Los límites de detección declarados son solo instrumentales, no involucran el tratamiento de la muestra.                                                                                                                                                                                                                        

INFORME DE ANALISIS

SECCION GENERAL

OBSERVACIONES

ABREVIATURAS

NOTAS
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DETERMINACION Li Ca Mg B Na K Ba
UNIDAD mg/L mg/L mg/L mg/L mg/L mg/L mg/L
COD. DE 
ANALISIS LMMT03 LMMT03LMMT03 LMMT03 LMMT03LMMT03 LMMT03
TECNICA ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES
LD 0.05 0.025 0.05 0.05 0.1 0.25 0.01
LCS ---------------------------------------------------------------

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

463004 HMN-1 Salmuera (líq.) Ambiental< 0,50 30 13 0.7 30 3 <0,20

463005 HMN-2 Salmuera (líq.) Ambiental929 991 2974 331 89425 7263 < 0,20

463006 HMN-3 Salmuera (líq.) Ambiental895 960 2678 382 97685 7399 < 0,20

463007 HMN-4 Salmuera (líq.) Ambiental942 1036 3027 329 91639 7299 < 0,20

463008 HMN-5 Salmuera (líq.) Ambiental911 1039 3072 311 91492 6941 < 0,20

463009 HMN-6 Salmuera (líq.) Ambiental962 1036 3113 318 91478 7343 < 0,20

463010 HMN-7 Salmuera (líq.) Ambiental939 996 2925 355 91231 7430 < 0,20

463011 HMN-8 Salmuera (líq.) Ambiental879 972 2367 445 96697 7772 < 0,20

463012 HMN-9 Salmuera (líq.) Ambiental881 979 2378 444 96606 7787 < 0,20

463013 HMN-10 Salmuera (líq.) Ambiental782 873 1548 585 104192 8177 < 0,20

463014 HMN-11 Salmuera (líq.) Ambiental879 1217 3035 373 92758 7135 < 0,20

463015 HMN-12 Salmuera (líq.) Ambiental935 1123 3055 342 92833 7323 < 0,20

463016 HMN-13 Salmuera (líq.) Ambiental931 1104 3054 339 92047 7268 < 0,20

SECCION 
RESULTADOS

R
E
S
U
L
T
A
D
O
S

N° Orden: NOA1811826 (1) SECCION RESULTADOS (2 de 3) - Página 2 de 5       



DETERMINACION

UNIDAD
COD. DE 
ANALISIS
TECNICA

LD
LCS

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

463004 HMN-1 Salmuera (líq.) Ambiental

463005 HMN-2 Salmuera (líq.) Ambiental

463006 HMN-3 Salmuera (líq.) Ambiental

463007 HMN-4 Salmuera (líq.) Ambiental

463008 HMN-5 Salmuera (líq.) Ambiental

463009 HMN-6 Salmuera (líq.) Ambiental

463010 HMN-7 Salmuera (líq.) Ambiental

463011 HMN-8 Salmuera (líq.) Ambiental

463012 HMN-9 Salmuera (líq.) Ambiental

463013 HMN-10 Salmuera (líq.) Ambiental

463014 HMN-11 Salmuera (líq.) Ambiental

463015 HMN-12 Salmuera (líq.) Ambiental

463016 HMN-13 Salmuera (líq.) Ambiental

SECCION 
RESULTADOS

R
E
S
U
L
T
A
D
O
S

Sr Fe Mn SO4= Densidad Conductividad
mg/L mg/L mg/L mg/L g/mL mS/cm
LMMT03 LMMT03 LMMT03 LMCI22 LMFQ19 LMFQ01
ICP-OES ICP-OES ICP-OESGravimetríaPicnometríaPotenciometría
0.005 0.01 0.05 10 ------------------
------------------------------------------------------

0.26 < 0,20 < 1,00 < 100 0.980 0.35

27.36 9.17 3.58 9573 1.158 206

24.65 4.39 3.15 9664 1.180 209

27.87 10.44 3.65 9829 1.158 207

26.41 9.03 3.69 9752 1.159 208

28.41 8.84 3.67 9598 1.157 206

26.96 17.33 3.44 9703 1.160 207

24.14 7.50 2.85 9228 1.164 210

24.15 7.61 2.90 9178 1.164 209

18.69 1.48 2.12 8512 1.171 212

31.92 4.18 4.14 8002 1.157 206

30.05 15.36 4.18 9096 1.158 206

29.99 15.40 4.10 9046 1.158 207
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DETERMINACION Li Ca Mg B Na K Ba Sr
UNIDAD mg/L mg/L mg/L mg/L mg/L mg/L mg/L mg/L
COD. DE 
ANALISIS LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03
TECNICA ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES
LD 0.05 0.025 0.05 0.05 0.1 0.25 0.01 0.005
LCS ------------------------------------------------------------------------

Prefijo (ASA)

DUP HMN-10 787 8601571 586 103986 8140 < 0,20 18.63

SECCION QA - QC

Identificación

RESULTADO
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DETERMINACION

UNIDAD

COD. DE 
ANALISIS
TECNICA
LD
LCS

Prefijo (ASA)

DUP HMN-10

SECCION QA - QC

Identificación

Fe Mn SO4= Densidad Conductividad
mg/L mg/L mg/L g/mL mS/cm
LMMT03 LMMT03 LMCI22 LMFQ19 LMFQ01
ICP-OES ICP-OESGravimetríaPicnometríaPotenciometría
0.01 0.05 10 ------------------
---------------------------------------------

1.51 2.11 8660 1.171 215

RESULTADO
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Nº DE INFORME: NOA1811941

ANALISIS: 0002NLMCI28_NOALMFQ01_NOA LMFQ15_NOALMFQ16_NOALMFQ17_NOALMCI13_NOALMMT03_NOA 0002NLMCI01_NOA
LMCI22_NOA

CLIENTE: NRG METAL ARGENTINA SA en formacion Nº DE COTIZACION: QE-814-1 FECHA RECEPCION DE MUESTRAS:28-05-2018
DIRECCION:San Martin 924 - 3 piso - Ciudad - Mendoza TOTAL DE MUESTRAS: 17 FECHA RECEPCION DE INSTRUCCIONES:28-05-2018
SOLICITANTE:Marcelo Olaneta PREPARACION DE MUESTRA: FECHA INGRESO AL LABORATORIO:28-05-2018
PROYECTO:NRG METAL ARGENTINA SA FECHA EMISION DE INFORME: 05-06-2018
N° DE ENVIO:

BLANCOS ESTANDARES TIPO DE MUESTRA OTRAS
BL: Blanco de limpieza de cuarzo STD: Standard Pun: puntual Tri: Triplicado BIS: Nuevo informe ID: Identificación
BK M: Blanco de muestra VN: Valor nominal Dup: Duplicado Rep: Repetición LCS: Límite de cuantificacion superior COD: Código
BK R: Blanco de reactivo SD: Desviación standard Dup C: Duplicado de cuarteo Com: Compuesta LC: Límite de cuantificación LD: Límite de Detección

Muestreo •  Alex Stewart Argentina  no se hace responsable por cualquier aspecto vinculado a las muestras antes de su entrega al laboratorio, en caso de que Alex Stewart  no sea el extractor de las mismas.
•  Los resultados de los análisis de las muestras extraídas por el cliente, pertenecen solo a las muestras en el estado de las mismas al momento de su ingreso a Alex Stewart Argentina  y a partir de la fecha de recepción de las instrucciones.

Almacenaje •  Los rechazos de muestras sólidas recibidas en ASA Argentina serán almacenadas sin costo durante 3 meses. Para muestras líquidas de salmueras al cabo de 45 días de reportadas las muestras se devolverán al cliente a costo de este.
•  Para muestras sólidas, a partir de esa fecha se cobrará el  almacenaje (precios de P-40), salvo que se reciban instrucciones contrarias. 
•  El cliente puede retirar las muestras de nuestras instalaciones o solicitar su eliminación según procedimientos ambientales aceptados a costo al cliente, siendo él responsable absoluto de la disposición final de las muestras devueltas.
•  Alex Stewart Argentina  no se responsabiliza por alteraciones o daños que naturalmente puedan ocurrirle a las muestras. Las muestras devueltas al clientes carecen de la adición de cualquier substancia o material que atente al medio ambiente.

Informe •  Alex Stewart Argentina  no se hace cargo por el uso que se de a los resultados obtenidos de nuestros servicios.  
•  El Cliente puede publicar los informes solo en forma completa y aclarando quien es el emisor de los mismos. Para su reproducción parcial deberá solicitar autorizacion a Alex Stewart Argentina 
•  Alex Stewart Argentina  podrá usar para fines estadísticos los resultados de los informes de análisis.
•  Escapa a la responsabilidad de Alex Stewart Argentina la evaluación que pueda surgir sobre la aplicación de los resultados emitidos en nuestros Informes de Ensayos.
•  Los informes preliminares previamente emitidos bajo este mismo número de informe quedan reemplazados por el presente informe analítico final.

QA / QC •  Aspectos concernientes a las validaciones metodológicas, sesgo, precisión e incertidumbres asociadas, pueden ser solicitados por el cliente a Alex Stewart Argentina. 
•  Los Límites de cuantificación informados corresponden a los obtenidos en los procesos de validación del método, pueden variar según la matriz y concentración de la muestra.
•  Las Curvas de Calibración empleadas en las metodologías de análisis tienen coeficientes R2 superiores a 0.99.

•  Se procede a informar solamente los resultados que estén enmarcados dentro del rango de validación o entre el LD y el LCS y a los destinatarios que él explícitamente autorice.                                                                                                                                                
•  Para Au4-30 el Límite de Cuantificación es: LC = 0.06 mg/kg                                                                                                                                                                                                                                                                                                                                                                                              
•  Los valores informados por debajo del LC tienen estadísticamente un grado de confiabilidad menor.
•  Para  lecturas de Cr, Cu, Fe, Mn, Mo y Ni por ICP: Los límites de detección declarados son solo instrumentales, no involucran el tratamiento de la muestra.                                                                                                                                                                                                                        

INFORME DE ANALISIS

SECCION GENERAL

OBSERVACIONES

ABREVIATURAS

NOTAS
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DETERMINACIÓN Li Ca Mg B Na K Ba
UNIDAD mg/L mg/L mg/L mg/L mg/L mg/L mg/L
COD. DE 
ANÁLISIS LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03
TÉCNICA ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES
LD 0.05 0.025 0.05 0.05 0.1 0.25 0.01
LCS ----------------------------------------------------------------------

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Área Interna

467808 HMN-14 Salmuera (liq.) Ambiental815 842 2440 329 98296 5887 0.21

467809 HMN-15 Salmuera (liq.) Ambiental925 977 2882 292 93686 6985 0.28

467810 HMN-16 Salmuera (liq.) Ambiental918 959 2838 317 93922 7090 0.23

467811 HMN-17 Salmuera (liq.) Ambiental917 960 2859 319 94784 7411 0.21

467812 HMN-18 Salmuera (liq.) Ambiental869 882 2603 374 97684 7240 < 0,20

467813 HMN-19 Salmuera (liq.) Ambiental917 968 2885 289 88430 7164 < 0,20

467814 HMN-20 Salmuera (liq.) Ambiental879 842 2535 385 96790 7939 < 0,20

467815 HMN-21 Salmuera (liq.) Ambiental850 807 2435 372 95400 7794 0.22

467816 HMN-22 Salmuera (liq.) Ambiental939 978 2925 303 93151 7438 0.21

467817 HMN-23 Salmuera (liq.) Ambiental927 961 2910 298 92683 7122 < 0,20

467818 HMN-24 Salmuera (liq.) Ambiental923 844 2544 458 98108 7645 < 0,20

467819 HMN-25 Salmuera (liq.) Ambiental< 0,50 30 14 1 29 3 < 0,20

467820 HMN-26 Salmuera (liq.) Ambiental835 789 2371 408 99171 8489 < 0,20

467821 HMN-27 Salmuera (liq.) Ambiental819 761 2287 413 102315 8057 < 0,20

467822 HMN-28 Salmuera (liq.) Ambiental866 844 2552 360 101188 7890 < 0,20

467823 HMN-29 Salmuera (liq.) Ambiental899 883 2668 376 102224 8178 < 0,20

467824 HMN-30 Salmuera (liq.) Ambiental891 894 2678 337 94211 7618 < 0,20

SECCIÓN 
RESULTADOS

R
E
S
U
L
T
A
D
O
S

(*) : No es posible la medida de densidad porque el fluido filtrado 
presenta un sólido coloidal
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DETERMINACIÓN

UNIDAD
COD. DE 
ANÁLISIS
TÉCNICA

LD
LCS

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Área Interna

467808 HMN-14 Salmuera (liq.) Ambiental

467809 HMN-15 Salmuera (liq.) Ambiental

467810 HMN-16 Salmuera (liq.) Ambiental

467811 HMN-17 Salmuera (liq.) Ambiental

467812 HMN-18 Salmuera (liq.) Ambiental

467813 HMN-19 Salmuera (liq.) Ambiental

467814 HMN-20 Salmuera (liq.) Ambiental

467815 HMN-21 Salmuera (liq.) Ambiental

467816 HMN-22 Salmuera (liq.) Ambiental

467817 HMN-23 Salmuera (liq.) Ambiental

467818 HMN-24 Salmuera (liq.) Ambiental

467819 HMN-25 Salmuera (liq.) Ambiental

467820 HMN-26 Salmuera (liq.) Ambiental

467821 HMN-27 Salmuera (liq.) Ambiental

467822 HMN-28 Salmuera (liq.) Ambiental

467823 HMN-29 Salmuera (liq.) Ambiental

467824 HMN-30 Salmuera (liq.) Ambiental

SECCIÓN 
RESULTADOS

R
E
S
U
L
T
A
D
O
S

(*) : No es posible la medida de densidad porque el fluido filtrado 
presenta un sólido coloidal

Sr Fe Mn Cl- SO4= HCO3- Densidad
mg/L mg/L mg/L mg/L mg/L mg/L g/mL
LMMT03 LMMT03 LMMT03 LMCI01 LMCI22 LMFQ17 LMFQ19
ICP-OES ICP-OES ICP-OESArgentometríaGravimetríaVolumetríaPicnometría
0.005 0.01 0.05 250 10 10 ----------
----------------------------------------------------------------------

20.43 62.12 3.63 167954 9126 620 (*)

25.26 89.66 4.40 --------- --------- --------- (*)

24.32 64.46 4.16 161256 9586 445 (*)

24.30 64.37 4.17 --------- --------- (*)

21.37 53.58 3.48 165875 9899 531 (*)

25.07 57.96 4.10 --------- --------- (*)

20.93 33.93 3.06 166073 9977 492 (*)

20.21 27.43 2.93 --------- --------- --------- (*)

25.65 52.75 4.12 159210 9683 449 (*)

25.13 35.70 3.81 --------- --------- --------- (*)

20.29 33.30 2.84 169307 9543 521 (*)

0.30 < 0,20 < 1,00 --------- --------- --------- (*)

19.00 30.20 2.52 169934 9801 511 (*)

18.21 24.87 2.45 --------- --------- --------- (*)

21.23 30.03 3.13 173134 10048 494 (*)

22.18 37.85 3.26 --------- --------- --------- (*)

22.78 41.08 3.44 164522 9708 466 (*)
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DETERMINACIÓN

UNIDAD
COD. DE 
ANÁLISIS
TÉCNICA

LD
LCS

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Área Interna

467808 HMN-14 Salmuera (liq.) Ambiental

467809 HMN-15 Salmuera (liq.) Ambiental

467810 HMN-16 Salmuera (liq.) Ambiental

467811 HMN-17 Salmuera (liq.) Ambiental

467812 HMN-18 Salmuera (liq.) Ambiental

467813 HMN-19 Salmuera (liq.) Ambiental

467814 HMN-20 Salmuera (liq.) Ambiental

467815 HMN-21 Salmuera (liq.) Ambiental

467816 HMN-22 Salmuera (liq.) Ambiental

467817 HMN-23 Salmuera (liq.) Ambiental

467818 HMN-24 Salmuera (liq.) Ambiental

467819 HMN-25 Salmuera (liq.) Ambiental

467820 HMN-26 Salmuera (liq.) Ambiental

467821 HMN-27 Salmuera (liq.) Ambiental

467822 HMN-28 Salmuera (liq.) Ambiental

467823 HMN-29 Salmuera (liq.) Ambiental

467824 HMN-30 Salmuera (liq.) Ambiental

SECCIÓN 
RESULTADOS

R
E
S
U
L
T
A
D
O
S

(*) : No es posible la medida de densidad porque el fluido filtrado 
presenta un sólido coloidal

Conductividad STD (180°)
mS/cm mg/L
LMFQ01 LMFQ08SUMA DE IONES%CV Li Ca Mg

PotenciometríaGravimetríamg/L meq/L meq/L meq/L
----------2500
--------------------

205 300600 286396 3% 117 42 201

207 --------- --------- --------- --------- --------- ---------

206 288400 277424 3% 132 48 234

209 --------- --------- --------- --------- --------- ---------

215 298500 286036 3% 125 44 214

208 --------- --------- --------- --------- --------- ---------

200 290900 285971 1% 127 42 209

203 --------- --------- --------- --------- --------- ---------

197 283500 275160 2% 135 49 241

197 --------- --------- --------- --------- --------- ---------

203 301800 289949 3% 133 42 209

0.36 --------- --------- --------- --------- --------- ---------

212 305300 292361 3% 120 39 195

212 --------- --------- --------- --------- --------- ---------

210 307100 297430 2% 125 42 210

212 --------- --------- --------- --------- --------- ---------

208 292100 281393 3% 128 45 220
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DETERMINACIÓN

UNIDAD
COD. DE 
ANÁLISIS
TÉCNICA

LD
LCS

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Área Interna

467808 HMN-14 Salmuera (liq.) Ambiental

467809 HMN-15 Salmuera (liq.) Ambiental

467810 HMN-16 Salmuera (liq.) Ambiental

467811 HMN-17 Salmuera (liq.) Ambiental

467812 HMN-18 Salmuera (liq.) Ambiental

467813 HMN-19 Salmuera (liq.) Ambiental

467814 HMN-20 Salmuera (liq.) Ambiental

467815 HMN-21 Salmuera (liq.) Ambiental

467816 HMN-22 Salmuera (liq.) Ambiental

467817 HMN-23 Salmuera (liq.) Ambiental

467818 HMN-24 Salmuera (liq.) Ambiental

467819 HMN-25 Salmuera (liq.) Ambiental

467820 HMN-26 Salmuera (liq.) Ambiental

467821 HMN-27 Salmuera (liq.) Ambiental

467822 HMN-28 Salmuera (liq.) Ambiental

467823 HMN-29 Salmuera (liq.) Ambiental

467824 HMN-30 Salmuera (liq.) Ambiental

SECCIÓN 
RESULTADOS

R
E
S
U
L
T
A
D
O
S

(*) : No es posible la medida de densidad porque el fluido filtrado 
presenta un sólido coloidal

B Na K Ba Sr Fe Mn
meq/L meq/L meq/L meq/L meq/L meq/L meq/L

4 4276 151 0.00 0.5 3 0.1

--------- --------- --------- --------- --------- --------- ---------

4 4085 181 0.00 0.6 3 0.2

--------- --------- --------- --------- --------- --------- ---------

5 4249 185 0.00 0.5 3 0.1

--------- --------- --------- --------- --------- --------- ---------

5 4210 203 0.00 0.5 2 0.1

--------- --------- --------- --------- --------- --------- ---------

4 4052 190 0.00 0.6 3 0.2

--------- --------- --------- --------- --------- --------- ---------

6 4267 196 0.00 0.5 2 0.1

--------- --------- --------- --------- --------- --------- ---------

5 4314 217 0.00 0.4 2 0.1

--------- --------- --------- --------- --------- --------- ---------

5 4401 202 0.00 0.5 2 0.1

--------- --------- --------- --------- --------- --------- ---------

4 4098 195 0.00 0.5 2 0.1

BALANCE IÓNICO
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DETERMINACIÓN

UNIDAD
COD. DE 
ANÁLISIS
TÉCNICA

LD
LCS

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Área Interna

467808 HMN-14 Salmuera (liq.) Ambiental

467809 HMN-15 Salmuera (liq.) Ambiental

467810 HMN-16 Salmuera (liq.) Ambiental

467811 HMN-17 Salmuera (liq.) Ambiental

467812 HMN-18 Salmuera (liq.) Ambiental

467813 HMN-19 Salmuera (liq.) Ambiental

467814 HMN-20 Salmuera (liq.) Ambiental

467815 HMN-21 Salmuera (liq.) Ambiental

467816 HMN-22 Salmuera (liq.) Ambiental

467817 HMN-23 Salmuera (liq.) Ambiental

467818 HMN-24 Salmuera (liq.) Ambiental

467819 HMN-25 Salmuera (liq.) Ambiental

467820 HMN-26 Salmuera (liq.) Ambiental

467821 HMN-27 Salmuera (liq.) Ambiental

467822 HMN-28 Salmuera (liq.) Ambiental

467823 HMN-29 Salmuera (liq.) Ambiental

467824 HMN-30 Salmuera (liq.) Ambiental

SECCIÓN 
RESULTADOS

R
E
S
U
L
T
A
D
O
S

(*) : No es posible la medida de densidad porque el fluido filtrado 
presenta un sólido coloidal

Suma Cationes Suma Aniones
Cl- SO4= HCO3- ∆ + ∆ - %
meq/L meq/L meq/L meq/L meq/L Balance Iónico

4737 190 10 4795 4938 -3
--------- --------- ------------------ --------- ---------
4548 200 7 4689 4755 -1
--------- --------- ------------------ --------- ---------
4679 206 9 4826 4894 -1
--------- --------- ------------------ --------- ---------
4684 208 8 4798 4900 -2
--------- --------- ------------------ --------- ---------
4491 202 7 4674 4700 -1
--------- --------- ------------------ --------- ---------
4776 199 9 4856 4983 -3
--------- --------- ------------------ --------- ---------
4793 204 8 4893 5006 -2
--------- --------- ------------------ --------- ---------
4883 209 8 4987 5101 -2
--------- --------- ------------------ --------- ---------
4641 202 8 4693 4850 -3
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DETERMINACION Li Ca Mg B Na K Ba
UNIDAD mg/L mg/L mg/L mg/L mg/L mg/L mg/L
COD. DE 
ANALISIS LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03
TECNICA ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES
LD 0.05 0.025 0.05 0.05 0.1 0.25 0.01
LCS ----------------------------------------------------------------------

Prefijo (ASA)

DUP HMN-23 925 9812962 304 93331 7675 < 0,20

SECCION QA - QC

Identificación

RESULTADO
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DETERMINACION

UNIDAD

COD. DE 
ANALISIS

TECNICA
LD
LCS

Prefijo (ASA)

DUP HMN-23

SECCION QA - QC

Identificación

Sr Fe Mn Cl- SO4= HCO3- Densidad Conductividad STD (180°)
mg/L mg/L mg/L mg/L mg/L mg/L g/mL mS/cm mg/L
LMMT03 LMMT03 LMMT03 LMCI01 LMCI22 LMFQ17 LMFQ19 LMFQ01 LMFQ08
ICP-OES ICP-OES ICP-OESArgentometríaGravimetríaVolumetríaPicnometríaPotenciometríaGravimetría
0.005 0.01 0.05 250 10 10 --------------------2500
------------------------------------------------------------------------------------------

25.75 40.40 4.07 --------- --------- --------- (*) 198 ---------

RESULTADO
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Nº DE INFORME: NOA1812014

ANALISIS: 0002NLMCI28_NOALMFQ01_NOA LMFQ15_NOALMFQ16_NOALMFQ17_NOALMCI13_NOALMMT03_NOA LMFQ08_NOA
0002NLMCI01_NOALMCI22_NOA 0001NLMFQ19_NO DFR-17_NOALMIS01_NOAU48HLi-NOA

CLIENTE: NRG METAL ARGENTINA SA en formacion Nº DE COTIZACION: QE-814-3 FECHA RECEPCION DE MUESTRAS:06-06-2018
DIRECCION:San Martin 924 - 3 piso - Ciudad - Mendoza TOTAL DE MUESTRAS: 12 FECHA RECEPCION DE INSTRUCCIONES:06-06-2018
SOLICITANTE:Marcelo Olaneta PREPARACION DE MUESTRA: FECHA INGRESO AL LABORATORIO:06-06-2018
PROYECTO:NRG METAL ARGENTINA SA FECHA EMISION DE INFORME: 21-06-2018
N° DE ENVIO:

BLANCOS ESTANDARES TIPO DE MUESTRA OTRAS
BL: Blanco de limpieza de cuarzo STD: Standard Pun: puntual Tri: Triplicado BIS: Nuevo informe ID: Identificación
BK M: Blanco de muestra VN: Valor nominal Dup: Duplicado Rep: Repetición LCS: Límite de cuantificacion superior COD: Código
BK R: Blanco de reactivo SD: Desviación standard Dup C: Duplicado de cuarteo Com: Compuesta LC: Límite de cuantificación LD: Límite de Detección

Muestreo •  Alex Stewart Argentina  no se hace responsable por cualquier aspecto vinculado a las muestras antes de su entrega al laboratorio, en caso de que Alex Stewart  no sea el extractor de las mismas.
•  Los resultados de los análisis de las muestras extraídas por el cliente, pertenecen solo a las muestras en el estado de las mismas al momento de su ingreso a Alex Stewart Argentina  y a partir de la fecha de recepción de las instrucciones.

Almacenaje •  Los rechazos de muestras sólidas recibidas en ASA Argentina serán almacenadas sin costo durante 3 meses. Para muestras líquidas de salmueras al cabo de 45 días de reportadas las muestras se devolverán al cliente a costo de este.
•  Para muestras sólidas, a partir de esa fecha se cobrará el  almacenaje (precios de P-40), salvo que se reciban instrucciones contrarias. 
•  El cliente puede retirar las muestras de nuestras instalaciones o solicitar su eliminación según procedimientos ambientales aceptados a costo al cliente, siendo él responsable absoluto de la disposición final de las muestras devueltas.
•  Alex Stewart Argentina  no se responsabiliza por alteraciones o daños que naturalmente puedan ocurrirle a las muestras. Las muestras devueltas al clientes carecen de la adición de cualquier substancia o material que atente al medio ambiente.

Informe •  Alex Stewart Argentina  no se hace cargo por el uso que se de a los resultados obtenidos de nuestros servicios.  
•  El Cliente puede publicar los informes solo en forma completa y aclarando quien es el emisor de los mismos. Para su reproducción parcial deberá solicitar autorizacion a Alex Stewart Argentina 
•  Alex Stewart Argentina  podrá usar para fines estadísticos los resultados de los informes de análisis.
•  Escapa a la responsabilidad de Alex Stewart Argentina la evaluación que pueda surgir sobre la aplicación de los resultados emitidos en nuestros Informes de Ensayos.
•  Los informes preliminares previamente emitidos bajo este mismo número de informe quedan reemplazados por el presente informe analítico final.

QA / QC •  Aspectos concernientes a las validaciones metodológicas, sesgo, precisión e incertidumbres asociadas, pueden ser solicitados por el cliente a Alex Stewart Argentina. 
•  Los Límites de cuantificación informados corresponden a los obtenidos en los procesos de validación del método, pueden variar según la matriz y concentración de la muestra.
•  Las Curvas de Calibración empleadas en las metodologías de análisis tienen coeficientes R2 superiores a 0.99.

•  Se procede a informar solamente los resultados que estén enmarcados dentro del rango de validación o entre el LD y el LCS y a los destinatarios que él explícitamente autorice.                                                                                                                                                
•  Para Au4-30 el Límite de Cuantificación es: LC = 0.06 mg/kg                                                                                                                                                                                                                                                                                                                                                                                              
•  Los valores informados por debajo del LC tienen estadísticamente un grado de confiabilidad menor.
•  Para  lecturas de Cr, Cu, Fe, Mn, Mo y Ni por ICP: Los límites de detección declarados son solo instrumentales, no involucran el tratamiento de la muestra.                                                                                                                                                                                                                        

INFORME DE ANALISIS

SECCION GENERAL

OBSERVACIONES

ABREVIATURAS

NOTAS
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DETERMINACION Li Ca Mg B Na K Ba
UNIDAD mg/L mg/L mg/L mg/L mg/L mg/L mg/L
COD. DE 
ANALISIS LMMT03 LMMT03LMMT03 LMMT03 LMMT03LMMT03 LMMT03
TECNICA ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES
LD 0.05 0.025 0.05 0.05 0.1 0.25 0.01
LCS ----------------------------------------------------------------------

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

470998 HMN-31 Salmuera (liq.) Ambiental< 0,50 < 0,50< 0,5 1 < 1,00 < 2,5 < 0,20

470999 HMN-32 Salmuera (liq.) Ambiental933 1001 2929 330 93657 6932 < 0,20

471000 HMN-33 Salmuera (liq.) Ambiental952 1008 3016 332 93693 6988 < 0,20

471001 HMN-34 Salmuera (liq.) Ambiental912 884 2641 425 98420 7976 < 0,20

471002 HMN-35 Salmuera (liq.) Ambiental912 893 2615 422 99749 7946 < 0,20

471003 HMN-36 Salmuera (liq.) Ambiental899 853 2497 449 103222 8176 < 0,20

471004 HMN-37 Salmuera (liq.) Ambiental894 850 2496 439 102582 8032 < 0,20

471005 HMN-38 Salmuera (liq.) Ambiental< 0,50 < 0,50< 0,5 1 < 1,00 < 2,5 < 0,20

471006 HMN-39 Salmuera (liq.) Ambiental625 1298 2077 374 100687 6362 < 0,20

471007 HMN-40 Salmuera (liq.) Ambiental748 814 1587 539 116135 8994 < 0,20

471008 HMN-41 Salmuera (liq.) Ambiental785 731 1704 547 108841 9181 < 0,20

471009 HMN-42 Salmuera (liq.) Ambiental787 726 1687 543 108859 9071 < 0,20

SECCION 
RESULTADOS

R
E
S
U
L
T
A
D
O
S

N° Orden: NOA1812014 SECCION RESULTADOS (2 de 3) - Página 2 de 8       



DETERMINACION

UNIDAD
COD. DE 
ANALISIS
TECNICA

LD
LCS

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

470998 HMN-31 Salmuera (liq.) Ambiental

470999 HMN-32 Salmuera (liq.) Ambiental

471000 HMN-33 Salmuera (liq.) Ambiental

471001 HMN-34 Salmuera (liq.) Ambiental

471002 HMN-35 Salmuera (liq.) Ambiental

471003 HMN-36 Salmuera (liq.) Ambiental

471004 HMN-37 Salmuera (liq.) Ambiental

471005 HMN-38 Salmuera (liq.) Ambiental

471006 HMN-39 Salmuera (liq.) Ambiental

471007 HMN-40 Salmuera (liq.) Ambiental

471008 HMN-41 Salmuera (liq.) Ambiental

471009 HMN-42 Salmuera (liq.) Ambiental

SECCION 
RESULTADOS

R
E
S
U
L
T
A
D
O
S

Sr Fe Mn Cl- SO4= HCO3- Densidad
mg/L mg/L mg/L mg/L mg/L mg/L g/mL
LMMT03 LMMT03 LMMT03 LMCI01 LMCI22 LMFQ17 LMFQ19
ICP-OES ICP-OES ICP-OESArgentometríaGravimetríaVolumetríaPicnometría
0.005 0.01 0.05 250 10 10 ----------
----------------------------------------------------------------------

< 0,05 < 0,20 < 1,00 ---------- ---------- ---------- 0.999

25.82 13.94 3.79 160969 9977 445 1.184

26.05 13.54 3.86 ---------- ---------- ---------- 1.185

22.44 10.84 2.98 169868 10281 478 1.195

22.28 10.67 2.97 ---------- ---------- ---------- 1.201

20.78 8.51 2.67 175824 10450 511 1.201

20.87 14.76 2.81 ---------- ---------- ---------- 1.185

< 0,05 0.22 < 1,00 ---------- ---------- ---------- 1.000

27.93 1.04 11.20 164449 6397 337 1.209

16.08 4.96 1.90 ---------- ---------- ---------- 1.209

14.57 3.14 2.33 184544 9458 255 1.210

14.46 2.93 2.32 ---------- ---------- ---------- 1.209
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DETERMINACION

UNIDAD
COD. DE 
ANALISIS
TECNICA

LD
LCS

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

470998 HMN-31 Salmuera (liq.) Ambiental

470999 HMN-32 Salmuera (liq.) Ambiental

471000 HMN-33 Salmuera (liq.) Ambiental

471001 HMN-34 Salmuera (liq.) Ambiental

471002 HMN-35 Salmuera (liq.) Ambiental

471003 HMN-36 Salmuera (liq.) Ambiental

471004 HMN-37 Salmuera (liq.) Ambiental

471005 HMN-38 Salmuera (liq.) Ambiental

471006 HMN-39 Salmuera (liq.) Ambiental

471007 HMN-40 Salmuera (liq.) Ambiental

471008 HMN-41 Salmuera (liq.) Ambiental

471009 HMN-42 Salmuera (liq.) Ambiental

SECCION 
RESULTADOS

R
E
S
U
L
T
A
D
O
S

Conductividad STD (180°)
mS/cm mg/L
LMFQ01 LMFQ08SUMA DE IONES%CV Li Ca Mg

PotenciometríaGravimetríamg/L meq/L meq/L meq/L
----------2500
--------------------

0.02 ---------- ---------- ---------- ---------- ---------- ----------

226 283100 277215 1% 134.4 49.9 241.1

224 ---------- ---------- ---------- ---------- ---------- ----------

225 302100 291921 2% 131.4 44.1 217.4

226 ---------- ---------- ---------- ---------- ---------- ----------

229 312400 302914 2% 129.5 42.6 205.5

227 ---------- ---------- ---------- ---------- ---------- ----------

0.03 ---------- ---------- ---------- ---------- ---------- ----------

229 292700 282646 2% 90.0 64.8 170.9

230 ---------- ---------- ---------- ---------- ---------- ----------

231 317200 316065 0% 113.1 36.5 140.2

230 ---------- ---------- ---------- ---------- ---------- ----------
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DETERMINACION

UNIDAD
COD. DE 
ANALISIS
TECNICA

LD
LCS

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

470998 HMN-31 Salmuera (liq.) Ambiental

470999 HMN-32 Salmuera (liq.) Ambiental

471000 HMN-33 Salmuera (liq.) Ambiental

471001 HMN-34 Salmuera (liq.) Ambiental

471002 HMN-35 Salmuera (liq.) Ambiental

471003 HMN-36 Salmuera (liq.) Ambiental

471004 HMN-37 Salmuera (liq.) Ambiental

471005 HMN-38 Salmuera (liq.) Ambiental

471006 HMN-39 Salmuera (liq.) Ambiental

471007 HMN-40 Salmuera (liq.) Ambiental

471008 HMN-41 Salmuera (liq.) Ambiental

471009 HMN-42 Salmuera (liq.) Ambiental

SECCION 
RESULTADOS

R
E
S
U
L
T
A
D
O
S

B Na K Ba Sr Fe Mn
meq/L meq/L meq/L meq/L meq/L meq/L meq/L

---------- ---------- ---------- ---------- ---------- ---------- ----------

4.2 4073.8 177.3 0.0 0.6 0.7 0.1

---------- ---------- ---------- ---------- ---------- ---------- ----------

5.5 4281.0 204.0 0.0 0.5 0.6 0.1

---------- ---------- ---------- ---------- ---------- ---------- ----------

5.8 4489.9 209.1 0.0 0.5 0.5 0.1

---------- ---------- ---------- ---------- ---------- ---------- ----------

---------- ---------- ---------- ---------- ---------- ---------- ----------

4.8 4379.7 162.7 0.0 0.6 0.1 0.4

---------- ---------- ---------- ---------- ---------- ---------- ----------

7.0 4734.3 234.8 0.0 0.3 0.2 0.1

---------- ---------- ---------- ---------- ---------- ---------- ----------

BALANCE IÓNICO
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DETERMINACION

UNIDAD
COD. DE 
ANALISIS
TECNICA

LD
LCS

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

470998 HMN-31 Salmuera (liq.) Ambiental

470999 HMN-32 Salmuera (liq.) Ambiental

471000 HMN-33 Salmuera (liq.) Ambiental

471001 HMN-34 Salmuera (liq.) Ambiental

471002 HMN-35 Salmuera (liq.) Ambiental

471003 HMN-36 Salmuera (liq.) Ambiental

471004 HMN-37 Salmuera (liq.) Ambiental

471005 HMN-38 Salmuera (liq.) Ambiental

471006 HMN-39 Salmuera (liq.) Ambiental

471007 HMN-40 Salmuera (liq.) Ambiental

471008 HMN-41 Salmuera (liq.) Ambiental

471009 HMN-42 Salmuera (liq.) Ambiental

SECCION 
RESULTADOS

R
E
S
U
L
T
A
D
O
S

Suma Cationes Suma Aniones
Cl- SO4= HCO3- ∆ + ∆ - %
meq/L meq/L meq/L meq/L meq/L Balance Iónico

---------- ---------- ---------- ---------- ---------- ----------

4540.3 207.7 7.3 4678 4760 -2

---------- ---------- ---------- ---------- ---------- ----------

4791.3 214.0 7.8 4879 5019 -3

---------- ---------- ---------- ---------- ---------- ----------

4959.4 217.6 8.4 5078 5191 -2

---------- ---------- ---------- ---------- ---------- ----------

---------- ---------- ---------- ---------- ---------- ----------

4638.5 133.2 5.5 4869 4782 2

---------- ---------- ---------- ---------- ---------- ----------

5205.3 196.9 4.2 5260 5413 -3

---------- ---------- ---------- ---------- ---------- ----------
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DETERMINACION Li Ca Mg B Na K Ba Sr
UNIDAD mg/L mg/L mg/L mg/L mg/L mg/L mg/L mg/L
COD. DE 
ANALISIS LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03
TECNICA ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES
LD 0.05 0.025 0.05 0.05 0.1 0.25 0.01 0.005
LCS --------------------------------------------------------------------------------

Prefijo (ASA)

DUP HMN-40 761 8151584 535 116129 9096 < 0,20 16.06

SECCION QA - QC

Identificación

RESULTADO
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DETERMINACION

UNIDAD

COD. DE 
ANALISIS
TECNICA
LD
LCS

Prefijo (ASA)

DUP HMN-40

SECCION QA - QC

Identificación

Fe Mn Cl- SO4= HCO3- Densidad Conductividad STD (180°)
mg/L mg/L mg/L mg/L mg/L g/mL mS/cm mg/L
LMMT03 LMMT03 LMCI01 LMCI22 LMFQ17 LMFQ19 LMFQ01 LMFQ08
ICP-OES ICP-OESArgentometríaGravimetríaVolumetríaPicnometríaPotenciometríaGravimetría
0.01 0.05 250 10 10 --------------------2500
--------------------------------------------------------------------------------

4.26 1.91 ---------- ---------- ---------- 1.209 231 ----------

RESULTADO
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Nº DE INFORME: NOA1812385

ANALISIS: 0002NLMCI28_NOALMFQ01_NOA LMFQ15_NOALMFQ16_NOALMFQ17_NOALMCI13_NOALMMT03_NOA LMFQ08_NOA
0002NLMCI01_NOALMCI22_NOA 0001NLMFQ19_NO DFR-17_NOALMIS01_NOAU48HLi-NOA

CLIENTE: NRG METAL ARGENTINA SA en formacion Nº DE COTIZACION: QE-814-3 FECHA RECEPCION DE MUESTRAS:17-07-2018
DIRECCION:San Martin 924 - 3 piso - Ciudad - Mendoza TOTAL DE MUESTRAS: 7 FECHA RECEPCION DE INSTRUCCIONES:17-07-2018
SOLICITANTE:Marcelo Olaneta PREPARACION DE MUESTRA: FECHA INGRESO AL LABORATORIO:17-07-2018
PROYECTO:NRG METAL ARGENTINA SA FECHA EMISION DE INFORME: 02-08-2018
N° DE ENVIO:

BLANCOS ESTANDARES TIPO DE MUESTRA OTRAS
BL: Blanco de limpieza de cuarzo STD: Standard Pun: puntual Tri: Triplicado N.D : No Detecta ID: Identificación
BK M: Blanco de muestra VN: Valor nominal Dup: Duplicado Rep: Repetición LCS: Límite de cuantificacion superior COD: Código
BK R: Blanco de reactivo SD: Desviación standard Dup C: Duplicado de cuarteo Com: Compuesta LC: Límite de cuantificación LD: Límite de Detección

Muestreo •  Alex Stewart Argentina  no se hace responsable por cualquier aspecto vinculado a las muestras antes de su entrega al laboratorio, en caso de que Alex Stewart  no sea el extractor de las mismas.
•  Los resultados de los análisis de las muestras extraídas por el cliente, pertenecen solo a las muestras en el estado de las mismas al momento de su ingreso a Alex Stewart Argentina  y a partir de la fecha de recepción de las instrucciones.

Almacenaje •  Los rechazos de muestras sólidas recibidas en ASA Argentina serán almacenadas sin costo durante 3 meses. Para muestras líquidas de salmueras al cabo de 45 días de reportadas las muestras se devolverán al cliente a costo de este.
•  Para muestras sólidas, a partir de esa fecha se cobrará el  almacenaje (precios de P-40), salvo que se reciban instrucciones contrarias. 
•  El cliente puede retirar las muestras de nuestras instalaciones o solicitar su eliminación según procedimientos ambientales aceptados a costo al cliente, siendo él responsable absoluto de la disposición final de las muestras devueltas.
•  Alex Stewart Argentina  no se responsabiliza por alteraciones o daños que naturalmente puedan ocurrirle a las muestras. Las muestras devueltas al clientes carecen de la adición de cualquier substancia o material que atente al medio ambiente.

Informe •  Alex Stewart Argentina  no se hace cargo por el uso que se de a los resultados obtenidos de nuestros servicios.  
•  El Cliente puede publicar los informes solo en forma completa y aclarando quien es el emisor de los mismos. Para su reproducción parcial deberá solicitar autorizacion a Alex Stewart Argentina 
•  Alex Stewart Argentina  podrá usar para fines estadísticos los resultados de los informes de análisis.
•  Escapa a la responsabilidad de Alex Stewart Argentina la evaluación que pueda surgir sobre la aplicación de los resultados emitidos en nuestros Informes de Ensayos.
•  Los informes preliminares previamente emitidos bajo este mismo número de informe quedan reemplazados por el presente informe analítico final.

QA / QC •  Aspectos concernientes a las validaciones metodológicas, sesgo, precisión e incertidumbres asociadas, pueden ser solicitados por el cliente a Alex Stewart Argentina. 
•  Los Límites de cuantificación informados corresponden a los obtenidos en los procesos de validación del método, pueden variar según la matriz y concentración de la muestra.
•  Las Curvas de Calibración empleadas en las metodologías de análisis tienen coeficientes R2 superiores a 0.99.

•  Se procede a informar solamente los resultados que estén enmarcados dentro del rango de validación o entre el LD y el LCS y a los destinatarios que él explícitamente autorice.                                                                                                                                                
•  Para Au4-30 el Límite de Cuantificación es: LC = 0.06 mg/kg                                                                                                                                                                                                                                                                                                                                                                                              
•  Los valores informados por debajo del LC tienen estadísticamente un grado de confiabilidad menor.
•  Para  lecturas de Cr, Cu, Fe, Mn, Mo y Ni por ICP: Los límites de detección declarados son solo instrumentales, no involucran el tratamiento de la muestra.                                                                                                                                                                                                                        

INFORME DE ANALISIS

SECCION GENERAL

OBSERVACIONES

ABREVIATURAS

NOTAS

SECCION GENERAL (1 de 3)  - Página 1 de 8 N° Orden: NOA1812385     



DETERMINACION Li Ca Mg B Na K Ba
UNIDAD mg/L mg/L mg/L mg/L mg/L mg/L mg/L
COD. DE 
ANALISIS LMMT03 LMMT03LMMT03 LMMT03 LMMT03LMMT03 LMMT03
TECNICA ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES
LD 0.05 0.025 0.05 0.05 0.1 0.25 0.01
LCS ----------------------------------------------------------------------

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

485074 HMN-43 Salmuera (líq.) Ambiental779 879 1801 439 106092 8074 < 0,20

485075 HMN-44 Salmuera (líq.) Ambiental507 1074 1538 232 104274 4631 0.38

485076 HMN-45 Salmuera (líq.) Ambiental521 1071 1554 241 103901 4751 0.29

485077 HMN-46 Salmuera (líq.) Ambiental525 1061 1547 243 103853 4829 0.25

485078 HMN-47 Salmuera (líq.) Ambiental607 981 1749 290 106167 5718 0.21

485079 HMN-48 Salmuera (líq.) Ambiental534 1091 1305 376 93423 5517 < 0,20

485080 HMN-49 Salmuera (líq.) Ambiental< 0,50 26 14 1 31 3 < 0,20

SECCION 
RESULTADOS

R
E
S
U
L
T
A
D
O
S
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DETERMINACION

UNIDAD
COD. DE 
ANALISIS
TECNICA

LD
LCS

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

485074 HMN-43 Salmuera (líq.) Ambiental

485075 HMN-44 Salmuera (líq.) Ambiental

485076 HMN-45 Salmuera (líq.) Ambiental

485077 HMN-46 Salmuera (líq.) Ambiental

485078 HMN-47 Salmuera (líq.) Ambiental

485079 HMN-48 Salmuera (líq.) Ambiental

485080 HMN-49 Salmuera (líq.) Ambiental

SECCION 
RESULTADOS

R
E
S
U
L
T
A
D
O
S

Sr Fe Mn Cl- SO4= HCO3- Densidad
mg/L mg/L mg/L mg/L mg/L mg/L g/mL
LMMT03 LMMT03 LMMT03 LMCI01 LMCI22 LMFQ17 LMFQ19
ICP-OES ICP-OES ICP-OESArgentometríaGravimetríaVolumetríaPicnometría
0.005 0.01 0.05 250 10 10 ----------
----------------------------------------------------------------------

17.94 6.94 2.68 ---------- ---------- ---------- 1.223

15.50 36.45 3.48 169043 7302 508 1.237

15.68 32.79 3.67 ---------- ---------- ---------- 1.215

15.72 34.05 3.60 169367 7384 508 1.215

15.91 30.48 4.29 ---------- ---------- ---------- 1.215

13.53 12.77 1.45 152597 8882 384 1.192

0.24 < 0,20 < 1,00 ---------- ---------- ---------- 1.011
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DETERMINACION

UNIDAD
COD. DE 
ANALISIS
TECNICA

LD
LCS

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

485074 HMN-43 Salmuera (líq.) Ambiental

485075 HMN-44 Salmuera (líq.) Ambiental

485076 HMN-45 Salmuera (líq.) Ambiental

485077 HMN-46 Salmuera (líq.) Ambiental

485078 HMN-47 Salmuera (líq.) Ambiental

485079 HMN-48 Salmuera (líq.) Ambiental

485080 HMN-49 Salmuera (líq.) Ambiental

SECCION 
RESULTADOS

R
E
S
U
L
T
A
D
O
S

Conductividad STD (180°)
mS/cm mg/L
LMFQ01 LMFQ08SUMA DE IONES%CV Li Ca Mg

PotenciometríaGravimetríamg/L meq/L meq/L meq/L
----------2500 --------------------------------------------------
----------------------------------------------------------------------

213 ---------- ---------- ---------- ---------- ---------- ----------

217 291300 289164 1% 73.0 53.6 126.6

214 ---------- ---------- ---------- ---------- ---------- ----------

220 297300 289369 2% 75.6 53.0 127.3

211 ---------- ---------- ---------- ---------- ---------- ----------

208 273600 264137 2% 76.9 54.4 107.4

0.34 ---------- ---------- ---------- ---------- ---------- ----------
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DETERMINACION

UNIDAD
COD. DE 
ANALISIS
TECNICA

LD
LCS

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

485074 HMN-43 Salmuera (líq.) Ambiental

485075 HMN-44 Salmuera (líq.) Ambiental

485076 HMN-45 Salmuera (líq.) Ambiental

485077 HMN-46 Salmuera (líq.) Ambiental

485078 HMN-47 Salmuera (líq.) Ambiental

485079 HMN-48 Salmuera (líq.) Ambiental

485080 HMN-49 Salmuera (líq.) Ambiental

SECCION 
RESULTADOS

R
E
S
U
L
T
A
D
O
S

B Na K Ba Sr Fe Mn
meq/L meq/L meq/L meq/L meq/L meq/L meq/L
----------------------------------------------------------------------
----------------------------------------------------------------------

---------- ---------- ---------- ---------- ---------- ---------- ----------

10.7 4535.7 118.4 0.0 0.4 2.0 0.1

---------- ---------- ---------- ---------- ---------- ---------- ----------

11.2 4517.3 123.5 0.0 0.4 1.8 0.1

---------- ---------- ---------- ---------- ---------- ---------- ----------

17.4 4063.7 141.1 0.0 0.3 0.7 0.1

---------- ---------- ---------- ---------- ---------- ---------- ----------

BALANCE IÓNICO
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DETERMINACION

UNIDAD
COD. DE 
ANALISIS
TECNICA

LD
LCS

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

485074 HMN-43 Salmuera (líq.) Ambiental

485075 HMN-44 Salmuera (líq.) Ambiental

485076 HMN-45 Salmuera (líq.) Ambiental

485077 HMN-46 Salmuera (líq.) Ambiental

485078 HMN-47 Salmuera (líq.) Ambiental

485079 HMN-48 Salmuera (líq.) Ambiental

485080 HMN-49 Salmuera (líq.) Ambiental

SECCION 
RESULTADOS

R
E
S
U
L
T
A
D
O
S

Suma Cationes Suma Aniones
Cl- SO4= HCO3- ∆ + ∆ - %
meq/L meq/L meq/L meq/L meq/L Balance Iónico
------------------------------------------------------------
------------------------------------------------------------

---------- ---------- ---------- ---------- ---------- ----------

4768.1 152.0 8.3 4910 4939 -1

---------- ---------- ---------- ---------- ---------- ----------

4777.2 153.7 8.3 4899 4951 -1

---------- ---------- ---------- ---------- ---------- ----------

4304.2 184.9 6.3 4445 4513 -2

---------- ---------- ---------- ---------- ---------- ----------
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DETERMINACION Li Ca Mg B Na K Ba Sr
UNIDAD mg/L mg/L mg/L mg/L mg/L mg/L mg/L mg/L
COD. DE 
ANALISIS LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03
TECNICA ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES
LD 0.05 0.025 0.05 0.05 0.1 0.25 0.01 0.005
LCS --------------------------------------------------------------------------------

Prefijo (ASA)

DUP HMN-49 < 0,50 2614 1 31 3 < 0,20 0.24

SECCION QA - QC

Identificación

RESULTADO
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DETERMINACION

UNIDAD

COD. DE 
ANALISIS
TECNICA
LD
LCS

Prefijo (ASA)

DUP HMN-49

SECCION QA - QC

Identificación

Fe Mn Cl- SO4= HCO3- Densidad Conductividad STD (180°)
mg/L mg/L mg/L mg/L mg/L g/mL mS/cm mg/L
LMMT03 LMMT03 LMCI01 LMCI22 LMFQ17 LMFQ19 LMFQ01 LMFQ08
ICP-OES ICP-OESArgentometríaGravimetríaVolumetríaPicnometríaPotenciometríaGravimetría
0.01 0.05 250 10 10 --------------------2500
--------------------------------------------------------------------------------

< 0,20 < 1,00 ---------- ---------- ---------- 1.011 0.34 ----------

RESULTADO
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Nº DE INFORME: NOA1812601

ANALISIS: 0002NLMCI28_NOALMFQ01_NOA LMFQ15_NOALMFQ16_NOALMFQ17_NOALMCI13_NOALMMT03_NOA LMFQ08_NOA
0002NLMCI01_NOALMCI22_NOA 0001NLMFQ19_NO DFR-17_NOALMIS01_NOAU48HLi-NOA

CLIENTE: NRG METAL ARGENTINA SA en formacion Nº DE COTIZACION: QE-814-3 FECHA RECEPCION DE MUESTRAS:10-08-2018
DIRECCION:San Martin 924 - 3 piso - Ciudad - Mendoza TOTAL DE MUESTRAS: 17 FECHA RECEPCION DE INSTRUCCIONES:10-08-2018
SOLICITANTE:Marcelo Olaneta PREPARACION DE MUESTRA: FECHA INGRESO AL LABORATORIO:10-08-2018
PROYECTO:NRG METAL ARGENTINA SA FECHA EMISION DE INFORME: 16-08-2018
N° DE ENVIO:

BLANCOS ESTANDARES TIPO DE MUESTRA OTRAS
BL: Blanco de limpieza de cuarzo STD: Standard Pun: puntual Tri: Triplicado N.D : No Detecta ID: Identificación
BK M: Blanco de muestra VN: Valor nominal Dup: Duplicado Rep: Repetición LCS: Límite de cuantificacion superior COD: Código
BK R: Blanco de reactivo SD: Desviación standard Dup C: Duplicado de cuarteo Com: Compuesta LC: Límite de cuantificación LD: Límite de Detección

Muestreo •  Alex Stewart Argentina  no se hace responsable por cualquier aspecto vinculado a las muestras antes de su entrega al laboratorio, en caso de que Alex Stewart  no sea el extractor de las mismas.
•  Los resultados de los análisis de las muestras extraídas por el cliente, pertenecen solo a las muestras en el estado de las mismas al momento de su ingreso a Alex Stewart Argentina  y a partir de la fecha de recepción de las instrucciones.

Almacenaje •  Los rechazos de muestras sólidas recibidas en ASA Argentina serán almacenadas sin costo durante 3 meses. Para muestras líquidas de salmueras al cabo de 45 días de reportadas las muestras se devolverán al cliente a costo de este.
•  Para muestras sólidas, a partir de esa fecha se cobrará el  almacenaje (precios de P-40), salvo que se reciban instrucciones contrarias. 
•  El cliente puede retirar las muestras de nuestras instalaciones o solicitar su eliminación según procedimientos ambientales aceptados a costo al cliente, siendo él responsable absoluto de la disposición final de las muestras devueltas.
•  Alex Stewart Argentina  no se responsabiliza por alteraciones o daños que naturalmente puedan ocurrirle a las muestras. Las muestras devueltas al clientes carecen de la adición de cualquier substancia o material que atente al medio ambiente.

Informe •  Alex Stewart Argentina  no se hace cargo por el uso que se de a los resultados obtenidos de nuestros servicios.  
•  El Cliente puede publicar los informes solo en forma completa y aclarando quien es el emisor de los mismos. Para su reproducción parcial deberá solicitar autorizacion a Alex Stewart Argentina 
•  Alex Stewart Argentina  podrá usar para fines estadísticos los resultados de los informes de análisis.
•  Escapa a la responsabilidad de Alex Stewart Argentina la evaluación que pueda surgir sobre la aplicación de los resultados emitidos en nuestros Informes de Ensayos.
•  Los informes preliminares previamente emitidos bajo este mismo número de informe quedan reemplazados por el presente informe analítico final.

QA / QC •  Aspectos concernientes a las validaciones metodológicas, sesgo, precisión e incertidumbres asociadas, pueden ser solicitados por el cliente a Alex Stewart Argentina. 
•  Los Límites de cuantificación informados corresponden a los obtenidos en los procesos de validación del método, pueden variar según la matriz y concentración de la muestra.
•  Las Curvas de Calibración empleadas en las metodologías de análisis tienen coeficientes R2 superiores a 0.99.

•  Se procede a informar solamente los resultados que estén enmarcados dentro del rango de validación o entre el LD y el LCS y a los destinatarios que él explícitamente autorice.                                                                                                                                                
•  Para Au4-30 el Límite de Cuantificación es: LC = 0.06 mg/kg                                                                                                                                                                                                                                                                                                                                                                                              
•  Los valores informados por debajo del LC tienen estadísticamente un grado de confiabilidad menor.
•  Para  lecturas de Cr, Cu, Fe, Mn, Mo y Ni por ICP: Los límites de detección declarados son solo instrumentales, no involucran el tratamiento de la muestra.                                                                                                                                                                                                                        

INFORME DE ANALISIS

SECCION GENERAL

OBSERVACIONES

ABREVIATURAS

NOTAS
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DETERMINACION Li Ca Mg B Na K
UNIDAD mg/L mg/L mg/L mg/L mg/L mg/L
COD. DE 
ANALISIS LMMT03 LMMT03LMMT03 LMMT03 LMMT03LMMT03
TECNICA ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES
LD 0.05 0.025 0.05 0.05 0.1 0.25
LCS ------------------------------------------------------

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

494062 HMN-50 Salmuera (líq.) Ambiental793 882 2061 544 103712 7829

494063 HMN-51 Salmuera (líq.) Ambiental790 778 1873 582 107347 8202

494064 HMN-52 Salmuera (líq.) Ambiental790 741 1814 600 108620 8365

494065 HMN-53 Salmuera (líq.) Ambiental783 736 1806 593 108984 8255

494066 HMN-54 Salmuera (líq.) Ambiental784 746 1818 594 109147 8239

494067 HMN-55 Salmuera (líq.) Ambiental788 740 1803 598 109333 8427

494068 HMN-56 Salmuera (líq.) Ambiental774 738 1802 594 109059 7965

494069 HMN-57 Salmuera (líq.) Ambiental786 737 1806 597 109099 8199

494070 HMN-58 Salmuera (líq.) Ambiental784 744 1823 594 109403 8113

494071 HMN-59 Salmuera (líq.) Ambiental783 746 1827 593 109475 8082

494072 HMN-60 Salmuera (líq.) Ambiental787 735 1806 599 110958 8129

494073 HMN-61 Salmuera (líq.) Ambiental< 0,50 28 14 1 28 3

494074 HMN-62 Salmuera (líq.) Ambiental787 732 1802 604 110419 8145

494075 HMN-63 Salmuera (líq.) Ambiental792 736 1806 602 112029 8210

494076 HMN-64 Salmuera (líq.) Ambiental796 744 1823 608 111240 8259

494077 HMN-65 Salmuera (líq.) Ambiental788 734 1801 597 111646 8199

494078 HMN-66 Salmuera (líq.) Ambiental788 738 1808 592 111407 8128

SECCION 
RESULTADOS

R
E
S
U
L
T
A
D
O
S
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DETERMINACION

UNIDAD
COD. DE 
ANALISIS
TECNICA

LD
LCS

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

494062 HMN-50 Salmuera (líq.) Ambiental

494063 HMN-51 Salmuera (líq.) Ambiental

494064 HMN-52 Salmuera (líq.) Ambiental

494065 HMN-53 Salmuera (líq.) Ambiental

494066 HMN-54 Salmuera (líq.) Ambiental

494067 HMN-55 Salmuera (líq.) Ambiental

494068 HMN-56 Salmuera (líq.) Ambiental

494069 HMN-57 Salmuera (líq.) Ambiental

494070 HMN-58 Salmuera (líq.) Ambiental

494071 HMN-59 Salmuera (líq.) Ambiental

494072 HMN-60 Salmuera (líq.) Ambiental

494073 HMN-61 Salmuera (líq.) Ambiental

494074 HMN-62 Salmuera (líq.) Ambiental

494075 HMN-63 Salmuera (líq.) Ambiental

494076 HMN-64 Salmuera (líq.) Ambiental

494077 HMN-65 Salmuera (líq.) Ambiental

494078 HMN-66 Salmuera (líq.) Ambiental

SECCION 
RESULTADOS

R
E
S
U
L
T
A
D
O
S

Ba Sr Fe Mn
mg/L mg/L mg/L mg/L
LMMT03 LMMT03 LMMT03 LMMT03
ICP-OES ICP-OES ICP-OES ICP-OES
0.01 0.005 0.01 0.05
------------------------------------

< 0,20 19.97 0.90 2.61

< 0,20 16.68 0.79 2.13

< 0,20 15.61 0.69 1.97

< 0,20 15.47 0.66 1.92

< 0,20 15.58 0.84 1.95

< 0,20 15.53 0.85 2.00

< 0,20 15.33 0.69 1.91

< 0,20 15.50 0.72 1.97

< 0,20 15.75 0.73 2.00

< 0,20 15.55 0.76 1.89

< 0,20 15.36 0.78 1.90

< 0,20 0.25 < 0,20 < 1,00

< 0,20 15.33 0.80 1.87

< 0,20 15.46 0.73 1.97

< 0,20 15.54 0.85 1.92

< 0,20 15.36 0.91 1.94

< 0,20 15.40 1.12 2.01
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DETERMINACION Li Ca Mg B Na K Ba Sr Fe Mn
UNIDAD mg/L mg/L mg/L mg/L mg/L mg/L mg/L mg/L mg/L mg/L
COD. DE 
ANALISIS LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03
TECNICA ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES
LD 0.05 0.025 0.05 0.05 0.1 0.25 0.01 0.005 0.01 0.05
LCS ------------------------------------------------------------------------------------------

0
Prefijo (ASA)

DUP HMN-59 784 742 1819 595 111538 8151 < 0,20 15.59 0.74 1.89

SECCION QA - QC

Identificación

RESULTADO RESULTADO
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DETERMINACION Li Ca Mg B Na K Ba

UNIDAD mg/L mg/L mg/L mg/L mg/L mg/L mg/L
COD. DE 
ANALISIS LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03

TECNICA ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES
LD 0,05 0,025 0,05 0,05 0,1 0,25 0,01

LCS ---------- ---------- ---------- ---------- ---------- ---------- ----------

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

528429 HMN-67 Salmuera (sol.) Ambiental 649 735 1405 511 111743 7759 < 0,20

528430 HMN-68 Salmuera (sol.) Ambiental 665 738 1422 517 111914 7754 < 0,20

528431 HMN-69 Salmuera (sol.) Ambiental < 0,50 51 15 1 4 < 2,5 < 0,21

528432 HMN-70 Salmuera (sol.) Ambiental 667 727 1431 522 112243 7850 < 0,20

528433 HMN-71 Salmuera (sol.) Ambiental 672 722 1425 519 112937 7839 < 0,20

528434 HMN-72 Salmuera (sol.) Ambiental 674 721 1426 521 111770 7949 < 0,20

528435 HMN-73 Salmuera (sol.) Ambiental 673 724 1420 521 112232 7853 < 0,20

528436 HMN-74 Salmuera (sol.) Ambiental 676 717 1418 518 112793 7974 < 0,20

528437 HMN-75 Salmuera (sol.) Ambiental 666 715 1412 517 112505 8001 < 0,20

SECCION 

RESULTADOS

R
E

S
U

LT
A

D
O

S
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DETERMINACION

UNIDAD

COD. DE 
ANALISIS

TECNICA

LD

LCS

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

528429 HMN-67 Salmuera (sol.) Ambiental

528430 HMN-68 Salmuera (sol.) Ambiental

528431 HMN-69 Salmuera (sol.) Ambiental

528432 HMN-70 Salmuera (sol.) Ambiental

528433 HMN-71 Salmuera (sol.) Ambiental

528434 HMN-72 Salmuera (sol.) Ambiental

528435 HMN-73 Salmuera (sol.) Ambiental

528436 HMN-74 Salmuera (sol.) Ambiental

528437 HMN-75 Salmuera (sol.) Ambiental

SECCION 

RESULTADOS

R
E

S
U

LT
A

D
O

S

Sr Fe Mn Cl- SO4= HCO3- Densidad

mg/L mg/L mg/L mg/L mg/L mg/L g/mL

LMMT03 LMMT03 LMMT03 LMCI01 LMCI22 LMFQ17 LMFQ19

ICP-OES ICP-OES ICP-OES Argentometría Gravimetría Volumetría Picnometría
0,005 0,01 0,05 250 10 10 ----------

---------- ---------- ---------- ---------- ---------- ---------- ----------

16,05 0,75 3,56 182965 9185 322 1,206

15,21 0,49 3,67 ----------- ----------- ----------- 1,205

0,44 < 0,20 < 1,00 < 250 < 100 224 1,003

14,94 0,64 3,68 ----------- ----------- ----------- 1,206

14,85 0,57 3,68 183688 9460 314 1,207

14,93 0,47 3,72 ----------- ----------- ----------- 1,207

14,85 0,47 3,63 184556 9477 315 1,208

14,86 0,55 3,59 ----------- ----------- ----------- 1,207

14,83 0,53 3,49 181229 9576 320 1,207
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DETERMINACION

UNIDAD

COD. DE 
ANALISIS

TECNICA

LD

LCS

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

528429 HMN-67 Salmuera (sol.) Ambiental

528430 HMN-68 Salmuera (sol.) Ambiental

528431 HMN-69 Salmuera (sol.) Ambiental

528432 HMN-70 Salmuera (sol.) Ambiental

528433 HMN-71 Salmuera (sol.) Ambiental

528434 HMN-72 Salmuera (sol.) Ambiental

528435 HMN-73 Salmuera (sol.) Ambiental

528436 HMN-74 Salmuera (sol.) Ambiental

528437 HMN-75 Salmuera (sol.) Ambiental

SECCION 

RESULTADOS

R
E

S
U

LT
A

D
O

S

Conductividad STD (180°)

mS/cm mg/L

LMFQ01 LMFQ08 SUMA DE 
IONES %CV Li Ca Mg

Potenciometría Gravimetría mg/L meq/L meq/L meq/L
---------- 2500 ---------- ---------- ---------- ---------- ----------
---------- ---------- ---------- ---------- ---------- ---------- ----------

224 320400 315293 1% 93,5 36,7 115,6

228 ----------- ----------- ----------- ----------- ----------- -----------

0,51 < 2500 < 2500 ----------- 0,0 2,6 1,3

229 ----------- ----------- ----------- ----------- ----------- -----------

225 328900 317594 2% 96,8 36,0 117,3

227 ----------- ----------- ----------- ----------- ----------- -----------

228 324700 317790 2% 96,9 36,1 116,9

223 ----------- ----------- ----------- ----------- ----------- -----------

227 320300 314961 1% 96,0 35,7 116,2

BALANCE IÓNICO
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DETERMINACION

UNIDAD

COD. DE 
ANALISIS

TECNICA

LD

LCS

Nº MUESTRA 
(Interna)

Nº MUESTRA 
(Cliente)

Tipo de Muestra Area Interna

528429 HMN-67 Salmuera (sol.) Ambiental

528430 HMN-68 Salmuera (sol.) Ambiental

528431 HMN-69 Salmuera (sol.) Ambiental

528432 HMN-70 Salmuera (sol.) Ambiental

528433 HMN-71 Salmuera (sol.) Ambiental

528434 HMN-72 Salmuera (sol.) Ambiental

528435 HMN-73 Salmuera (sol.) Ambiental

528436 HMN-74 Salmuera (sol.) Ambiental

528437 HMN-75 Salmuera (sol.) Ambiental

SECCION 

RESULTADOS

R
E

S
U

LT
A

D
O

S

B Na K Ba Sr Fe Mn

meq/L meq/L meq/L meq/L meq/L meq/L meq/L
---------- ---------- ---------- ---------- ---------- ---------- ----------
---------- ---------- ---------- ---------- ---------- ---------- ----------

6,6 4860,6 198,4 0,0 0,4 0,0 0,1

----------- ----------- ----------- ----------- ----------- ----------- -----------

0,0 0,2 0,0 0,0 0,0 0,0 0,0

----------- ----------- ----------- ----------- ----------- ----------- -----------

6,7 4912,5 200,5 0,0 0,3 0,0 0,1

----------- ----------- ----------- ----------- ----------- ----------- -----------

6,7 4881,8 200,9 0,0 0,3 0,0 0,1

----------- ----------- ----------- ----------- ----------- ----------- -----------

6,7 4893,7 204,6 0,0 0,3 0,0 0,1

BALANCE IÓNICO
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DETERMINACION Li Ca Mg B Na K Ba Sr

UNIDAD mg/L mg/L mg/L mg/L mg/L mg/L mg/L mg/L
COD. DE 
ANALISIS LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03 LMMT03
TECNICA ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES ICP-OES

LD 0,05 0,025 0,05 0,05 0,1 0,25 0,01 0,005
LCS ---------- ---------- ---------- ---------- ---------- ---------- ---------- ----------

0
Prefijo  (ASA)

DUP HMN-75 661 718 1408 518 112565 8008 < 0,20 14,83

RESULTADO

SECCION QA - QC

RESULTADO

Identificación
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DETERMINACION

UNIDAD

COD. DE 
ANALISIS

TECNICA

LD

LCS
0

Prefijo  (ASA)

DUP HMN-75

RESULTADO

SECCION QA - QC

Identificación

Fe Mn Cl- SO4= HCO3- Densidad Conductividad STD (180°)

mg/L mg/L mg/L mg/L mg/L g/mL mS/cm mg/L
LMMT03 LMMT03 LMCI01 LMCI22 LMFQ17 LMFQ19 LMFQ01 LMFQ08
ICP-OES ICP-OES Argentometría Gravimetría Volumetría Picnometría Potenciometría Gravimetría

0,01 0,05 250 10 10 ---------- ---------- 2500
---------- ---------- ---------- ---------- ---------- ---------- ---------- ----------

0,54 3,52 182748 9593 322 1,207 227 320300

RESULTADO
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Laboratory Report 27-08-2018

GeoSystems Analysis , Inc. T1 - Cover

DATE: August 27, 2018
Project # 91834

Project Name

TO: NRG Metals
Carlos Pellegrini 1373 10rd Floor A - C1011
Buenos Aires, Argentina

Project Contact José de Castro

Enclosed are results for:

Qty

20

20

Sincerely,

Prepared By: Katherine Heydorn                                                                                           
Laboratory Project Manager

Reviewed By: Mike Yao                                                                     
Laboratory Technical Director

3393 N Dodge Blvd                              
Tucson, AZ 85716                                               

520-628-9330                                              
Fax: 520-628-1122              

www.gsanalysis.com

NRG Metals Argentina Brine Release Testing

Brine Release Capacity Test

Test Method

Total Porosity, Field Water Capacity, and 
Specific Yield

MOSA Part 4 Ch. 2, 2.3.2.1, Ch. 3, 3.3.3.2 and 
3.3.3.5/Horton et al

Bulk Density ASTM D 2937 - 00

Thank you for choosing GeoSystems Analysis for your material testing needs. We look forward to working with you again. If you have any 
questions or require additional information, please contact us at 1-520-628-9330



Laboratory Report 27-08-2018

GeoSystems Analysis , Inc. T2 - Particle Density

Date: August 27, 2018
Job No: 91834

Job Name: 

Job Description: 

Company: NRG Metals

Sample ID
Post RBR Assumed 

Particle Density (g/cm3)

HMNC_002 2,79
HMNC_004 2,81
HMNC_006 2,93
HMNC_009 2,99
HMNC_012 2,81
HMNC_016 2,79
HMNC_019 2,50
HMNC_023 2,70
HMNC_027 2,57
HMNC_034 2,81
HMNC_038 2,74
HMNC_039 2,78
HMNC_040 2,76
HMNC_041 2,76
HMNC_042 2,81
HMNC_043 2,76
HMNC_044 2,80
HMNC_045 2,54
HMNC_046 2,57
HMNC_047 2,49

3393 N Dodge Blvd                                                      
Tucson, AZ 85716                                                                               

520-628-9330                                                             
Fax: 520-628-1122                             

www.gsanalysis.com

Laboratory Test Results - Soil Particle Density

NRG Metals Argentina Brine Release Testing

Brine Release Capacity Test



Date: August 27, 2018
Job No: 91834

Job Name: 

Job Description: 

Company: NRG Metals

Sample ID Bulk Density (g/cm3) Core type Estimated Texture

HMNC_002 1,88 HQ unconsolidated med to fine sandstone dark grey
HMNC_004 1,93 HQ unconsolidated med to fine sandstone dark grey
HMNC_006 1,83 HQ unconsolidated med to fine sandstone dark grey
HMNC_009 1,71 HQ unconsolidated med to fine sandstone dark grey
HMNC_012 1,76 HQ unconsolidated med grain sandstone brown
HMNC_016 1,96 HQ polymictic cong. Sandstone matrix  
HMNC_019 2,23 HQ polymictic cong. Sandstone matrix  
HMNC_023 2,46 HQ polymictic cong. sandy matrix 
HMNC_027 2,22 HQ polymictic cong. sandy matrix 
HMNC_034 1,96 HQ polymictic cong. sandy matrix 
HMNC_038 1,88 HQ Arenisca fina a muy fina, muy friable
HMNC_039 1,64 HQ Arenisca fina a muy fina, muy friable
HMNC_040 1,74 HQ Arenisca Media a fina, gris oscuro, poco friable
HMNC_041 1,91 HQ Intercalacion Halita_Ar Media a fina, gris oscuro, poco friable
HMNC_042 1,92 HQ Arenisca fina a mediana. Friable
HMNC_043 1,89 HQ Arenisca fina a mediana
HMNC_044 1,74 HQ Arenisca mediana poco consolidada
HMNC_045 2,14 HQ Arenisca fina a mediana compacta
HMNC_046 1,95 HQ Arenisca mediana a fina, compacta
HMNC_047 2,26 HQ Arenisca mediana compacta

3393 N Dodge Blvd                                                      
Tucson, AZ 85716                                                                               

520-628-9330                                                             
Fax: 520-628-1122                             

www.gsanalysis.com

Laboratory Test Results - Core Bulk Density

NRG Metals Argentina Brine Release Testing

Brine Release Capacity Test



Date: 

Job No: 91834
Job Name: 

Job Description: 

Company: NRG Metals

Sample ID
Porosity 

(cm3/cm3)

Field Water 
Capacity 

(cm3/cm3)

Yield for 0-
120 mbar  

(cm3/cm3)

Specific 
Yield 

(cm3/cm3)
HMNC_002 0,325 0,199 0,093 0,126
HMNC_004 0,313 0,237 0,044 0,076
HMNC_006 0,374 0,262 0,088 0,112
HMNC_009 0,428 0,351 0,064 0,078
HMNC_012 0,373 0,300 0,060 0,073
HMNC_016 0,299 0,156 0,119 0,143
HMNC_019 0,110 0,059 0,041 0,051
HMNC_023 0,087 0,049 0,031 0,038
HMNC_027 0,135 0,072 0,050 0,063
HMNC_034 0,304 0,165 0,104 0,139
HMNC_038 0,313 0,229 0,064 0,084
HMNC_039 0,412 0,355 0,038 0,057
HMNC_040 0,368 0,285 0,065 0,083
HMNC_041 0,310 0,252 0,049 0,058
HMNC_042 0,315 0,233 0,055 0,083
HMNC_043 0,317 0,229 0,058 0,088
HMNC_044 0,380 0,134 0,212 0,246
HMNC_045 0,158 0,057 0,081 0,101
HMNC_046 0,242 0,092 0,101 0,149
HMNC_047 0,095 0,069 0,014 0,026

3393 N Dodge Blvd                                                      
Tucson, AZ 85716                                                                               

520-628-9330                                                             
Fax: 520-628-1122                             

www.gsanalysis.com

Laboratory Test Results - Porosity and Effective Porosity

NRG Metals Argentina Brine Release Testing

Brine Release Capacity Test

August 27, 2018



 

 

 

 

Prepared by Knight Piésold Ltd. and JDS Energy & Mining Inc. 

For NRG Metals Inc. 

 

 

 

 

 

Appendix C: Well Schematics 
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Appendix D: Pumping Test Graphs 
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FIGURE D1. DRAWDOWN AND RECOVERY GRAPH FOR PUMPED WELL TWW18_01 DURING 72-HOUR
CONSTANT-DISCHARGE PUMPING TEST

THEIS RECOVERY (1935)
TRANSMISSIVITY = 55 m2/day
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FIGURE D2. DRAWDOWN AND RECOVERY GRAPH FOR OBSERVATION WELL TH18_01 DURING
72-HOUR CONSTANT-DISCHARGE PUMPING TEST AT PUMPED WELL TWW18_01

THEIS SOLUTION (1935)
TRANSMISSIVITY = 61 m2/day
S = 0.02

OBSERVATION WELL



1 10 100 1,000 10,000
TIME, IN MINUTES, AFTER PUMPING STARTED AND RATIO t/t' (time after pumping started / time after pumping stopped)
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EXPLANATION

PRE-PUMPING WATER LEVEL 1.25 METERS BELOW LAND SURFACE
PUMPING STARTED 17:45 SEPT 20, 2018
PUMPING STOPPED 17:45 SEPT 23, 2018
AVERAGE PUMPING RATE 20.1 LITERS PER SECOND

WATER LEVEL DRAWDOWN DATA
WATER LEVEL RECOVERY DATA

FIGURE D3. DRAWDOWN AND RECOVERY GRAPH FOR PUMPED WELL TWW18_02
DURING 72-HOUR CONSTANT-DISCHARGE PUMPING TEST

THEIS METHOD (1935)
TRANSMISSIVITY = 120 m2/day

COOPER AND JACOB METHOD (1946)
TRANSMISSIVITY = 150 m2/day
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FIGURE D4. DRAWDOWN AND RECOVERY GRAPH FOR OBSERVATION WELL TH18_02
DURING 72-HOUR CONSTANT-DISCHARGE PUMPING TEST AT PUMPED WELL TWW18_02

THEIS METHOD (1935)
TRANSMISSIVITY = 100 m2/day
S =  0.0005

OBSERVATION WELL


